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Kennedy presents this, its newest cata- 
log, with particular pride. Every effort has 
been made to make it most complete and 
easy to use. Kennedy's ‘‘Leadership and 
Quality’? makes this the real profit line. Our 
25 years of achievement have made the 
KENNEDY name a symbol of quality forged 
tools, sound engineering and trouble free 
performance. 


The quality of any tool is determined by 
the standards of material and its manufac- 
ture. And true appraisal of any product 
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must be based on the degree of service 
which it renders over the longest period of 
time. Kennedy tools are tougher and more 
precise. Tougher because of the years of 
know how, exclusive tempering, etc. More 
precise because that’s the way they are 
made. 


Kennedy tools have set the quality 
standard by which all service tools are 
judged. By every comparison for strength, 
toughness and efficiency of design they far 


out test any tools offered for equivalent 
use. Ask for the finest, KENNEDY. 


GUARANTEE 


Kennedy tools are carefully forged from the 
finest alloy steels available. They are scientifically 


heat treated in the most modern equipment avail- 
able to give long life and satisfactory service. 

All tools bearing the trade name KENNEDY are 
unconditionally guaranteed against defects in 


material or workmanship. Any KENNEDY tool 
which fails under service for which it was designed 
will be replaced or repaired free of charge provid- 
ing our inspection shows no abuse, wear out from 
normal use or fatigue failure. Transportation costs 
on all returns must be prepaid. 
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PASSENGER CAR TIRE IRONS 
Curved spoon tire iron with wide thin curved oval end. Pro- 
vides greater leverage and clearance. 

182 Length 15” Wt. 11% lbs. 
182C Length 18” Wt. 1% lbs. 


Straight spoon tire iron with wide flat oval end designed for 
fast, safe tire changing. 

181 Length 15” Wt. 1% Ibs. 
181B Length 18” Wt. 1% Ibs. 


Drop center tire iron scientifically designed for drop center 
rims. Saves time and eliminates tube pinching. 

179 Length 15” Wt. 11% lbs. 
179A Length 18” Wt. 1% lbs. 


Passenger tubeless tire changing iron. Every curve and bend 
of this iron is functionally designed. Should be used in pairs 
for tubeless or conventional tires. 


178 Length 18” Wt. 11% lbs. 


General purpose tire iron. Long considered by tire men as 
one of the best ever made. 


185B Length 16” Wt. 11% lbs. 


Combination tire iron unequaled for all around efficient tire 
work. 


185R Length 21” Wt. 1% lbs. 


The difficult job of removing tires from safety rims is solved 
with the use of the ‘‘Miracle’’ tire iron set. This set of irons 
also does an outstanding job of breaking the worst frozen 
beads from the rims. 
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177 Length 18” Wt. 3% lbs. 


Hus Cap TOOLS 

This is the newest and best designed hub cap and wheel 
disc remover ever to be placed on the market. The wide flat 
end removes the hub cap or disc easily and the soft rubber 
end will not damage or mar the surface when they are 
replaced. 

335 Length 14” Wt. 1% lbs. 


Hub cap and grease retainer remover. A combination tool 
which does an excellent job of removing hub caps, grease 
retainers or front wheel bearings. 

330 Length 16” Wt. 1 Ib. 


A plier type grease retainer remover with one handle flat- 
tened and properly curved for hub cap removal. This tool 
allows the mechanic to apply maximum pressure on the 
grease retainer with a minimum of effort. It works when 
other tools, hammers or screw drivers fail. 


332 Length 112” Wt. 1% lbs. 


TIRE SPREADER 

A hand type adjustable tire spreader used for inspection and 
repairing of tire casings both conventional and tubeless. The 
revolving spools are adjustable. 


190 Length 18” Wt. 2% Ibs. 


PRECISION CRAFTED TIRE IRONS 


FOR PASSENGER CARS 
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CISION CRAFTED TIRE CHANGING TOOLS 


-TRUCK-BUS-TRACTOR-OFF THE ROAD EQUIPMENT 





TRUCK AND Bus TIRE IRONS 


Curved spoon tire irons speeds the most difficult tire chang- 
ing jobs. Extra long for greater leverage. Extra strong to 
withstand the most severe use. 


182A Length 24” Wt. 2" Ibs. 
182B Length 30” Wt. 3 Ibs. 


Straight spoon tire irons with wide thin oval end for fast tire 
work. Added length provides needed leverage. 


181A Length 24” Wt. 2% lbs. 
181C Length 30” Wt. 3 lbs. 


Extra heavy duty tire irons for large trucks, off the road 
equipment, farm tractors and aircraft. Extra heavy duty 7s” 
iron diameter takes the necessary punishment required to 
remove and replace these tires. 


183 Straight Spoon — Length 30” Wt. 4% lbs. 
184 Curved Spoon — Length 30” Wt. 4% lbs. 


The long flat forged end of this iron is especially designed 
for all around truck tire work. The narrow pointed end is 
designed to pry on wedge rings, side rings, etc. 

185 Length 20” Wt. 1% lbs. 


TRUCK TUBELESS TIRE IRONS 

Specially designed irons for fast mounting or demounting of 
truck tubeless. Every curve and knob functionally designed. 
Should be used in pairs. 

145 Pair of 2 — Length 38” Wt. 912 Ibs. 
145A Single Iron — Length 38” Wt. 4% lbs. 


Lock RING TOOLS 

Firestone lock ring remover and replacer. Especially de- 
signed for Firestone RH and RI rims. Unusually good where 
these rims are used on Budd wheels. 

164 Length 24” Wt. 2% Ibs. 
164B Length 30” Wt. 3 Ibs. 


This newly designed lock ring tool is a composite of our 164 
and 125 lock ring tools. The notched end services 5 degree 
rims and the curved end takes care of Firestone RH and RI 
rims. Finest lock ring tool ever made. 


164C Length 24” Wt. 2% Ibs. 


Special lock ring remover required to service all 5 degree 
rims. Absolutely necessary to separate rings and rims. 
125 Length 18” Wt. 1% lbs. 


Combination lock ring remover modeled after our 164 but 
has one end shaped to remove full circle rings. 
164A Length 18” Wt. 1% lbs. 


This tool is designed to be a definite aid in removing and 
replacing lock rings. The correct design is immediately 
apparent to all tire service men. 

165 Length 40” Wt. 5 lbs. 


HEAvy Duty BEAD LOOSENING TOOLS 

Specially designed tool to quickly loosen tires from rims 
having tapered beads. Handles farm tractors, off the road 
equipment and large trucks. Flat end is for lock ring service. 


160 Length 18” Wt. 2% Ibs. 
The 161 is forged from 1” round alloy steel and is similar 
to the 160. Made specially for the largest truck tires and off 
the road equipment. 


161 Length 30” Wt. 51 lbs. 
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HEAVY DUTY BEAD LOOSENING TOOLS 








TRUCK-TRACTOR-BUS 


BEAD LOOSENING TOOL 


The wide flat, curved end of this tool does an exceptional 
job of breaking rust frozen beads. Especially designed for 
trucks, tractors, buses and heavy off-the-road equipment. 
Round end can be used as leverage bar with the universal 
truck wrenches or W 96 four way wrench. 


167 Length 25” Wt. 3% lbs. 


Same as 167 bead tool but forged from heavier stock for 
tougher jobs. Tapered end for leverage bar. 


168 Length 33” Wt. 5” lbs. 


HeAvy Duty DRIVING IRON 

A tough driving iron that really does the job of driving 
badly rusted tire beads loose from rims. Long tapered end 
makes it very popular for truck tire work. Will not chip or 
jar when struck with a heavy tire hammer. 


166A Length 12” Wt. 4 lbs. 


HEAVY Duty IMPACT BEAD BREAKER 


Improved design makes this the finest impact tool ever 
offered. A tremendous blow is delivered to break loose the 
worst rust frozen beads from tight rims on trucks, buses, 
tractors and off-the-road equipment. 


166 B Length 51” Wt. 26 lbs. 


spoke type 








open type 





ADJUSTABLE TIRE STAND 

Mounting or demounting adjustable tire stand that will 
handle 20”, 22” and 24” wheels or open rims. Sturdy con- 
struction with double sliding arms to prevent twist. Adjusts 
quickly and easily. Saves time and effort. 

85 Wt. 21 Ibs. 


Since the 166B impact bead breaker and the 85 tire stand 
are companion tools, KENNEDY offers them as a set. A real 
aid in changing truck tires. 


85 S$ Wt. 47 lbs. 


SAFETY LOCK RING TOOL 


Why take the chance of having your head blown off by a 
flying lock ring. The KENNEDY safety tool is portable and 
adjusts easily to all size rims and will handle all wheels 
spoke or open type. Keep yourself and co-workers safe from 
flying lock rings. 

95 Wt. 4 lbs. 


WHEEL DOLLY — TRUCK OR Bus 


Every service shop that services trucks and buses can not 
afford to be without this dolly. Tire, brake or bearing work 
is handled faster. This heavy duty piece of equipment 
handles wheels, either dual or single, up to 12” x 24”. 
Equipped with a 5 ton hydraulic jack that lifts wheels a full 
7 inches. One man operated and saves damage to threaded 
parts or bearings. 


205 1300 Pound Capacity Wt. 160 lbs. 
3A 









PRECISION CRAFTED TIRE CHANGING HAMMERS 


PASSENGER, TRUCK, BUS, TRACTORS, OFF-THE-ROAD EQUIPMENT 


COMBINATION STEEL AND RUBBER HAMMERS 

A combination hammer having long wedge end which is 
ideal for driving between rim and bead to loosen the tough 
rust frozen beads. Rubber end for tire replacement or gen- 


eral work. 

5R Length 15” Wt. 2% lbs. 
4C Rubber Replacement Tip Wt. Y% |b. 
5 RH Replacement Handle 


Perfectly balanced general purpose tire hammer. Designed 
to prevent damage to rims. Ideal for use in body work, 
sheet metal forming and drawing rivets. 


4R Length 15” Wt. 21% lbs. 
4C Rubber Replacement Tip Wt. VY lb. 
4 RH Replacement Handle 


Dual head steel and rubber mallet. A good all around 
mallet for tire work or any job where the surface should not 
be marred. Exceptionally well balanced with replaceable 
rubber tips for long life. 

192A Length 15” Wt. 2% lbs. 


RUBBER MALLET 

The extra large head of this mallet is molded from high 
quality live rubber. It has been a favorite of tire changers 
for many years. Can be used with confidence wherever a 
mallet is required. 

192 B Length 16” Wt. 2% lbs. 


ALLOY STEEL TIRE HAMMERS 

A well balanced tire hammer that will withstand lots of hard 
usage. Tapered end is long enough to drive beads from 
rusted rims. Can be used on passenger and truck tires. 

191 Length 15” Wt. 3% Ibs. 
191 H Replacement Handle 


This steel tire hammer is similar to the 191 except for added 
weight and chisel tapered end. The extra weight makes this 
an ideal hammer for driving between rim and stubborn beads. 


191B Length 15” Wt. 4% lbs. 


Heavy Duty STEEL AND RUBBER HAMMER 

An exceptionally fine hammer that is immediately recog- 
nized for its value in tire work. Large rubber head is 
replaceable and will not mar or bend rims. Steel end can be 
used with the 166A driving iron to remove truck tires. 
Vacuum grip handle. 

191 D Length 17” Wt. 6% lbs. 
191 DH Replacement Handle 


TRUCK TIRE HAMMER 

The curved end of this hammer is designed for driving be- 
tween rims and beads. Forged from alloy steel this hammer 
is tough and will take lots of punishment. Scientifically bal- 
anced for smooth powerful blows. Vacuum grip handle. 

191 C Length 17” Wt. 6 lbs. 
191 CH Replacement Handle 

Heavy Duty TIRE HAMMER 

Designed similar to our 191 C hammer, the extra weight and 
handle length makes this the one hammer for heavy tire 
work. Especially good for large trucks, tractors and off-the- 
road equipment. Has Mattock type handle to prevent head 
from flying off. Requires no wedges. 


= 191A Length 32” Wt. 9 lbs. 


4C Rubber Replacement Tip for 4 R - 5 R and 192 A Hammers 
4D Rubber Replacement Tip for 191 D Hammer 


5 RH Replacement Handle for 5 R Hammer 191 BH Replacement Handle for 191 B Hammer 
4 RH Replacement Handle for 4R Hammer 191 DH Replacement Handle for 191 D Hammer 
192 AH Replacement Handle for 192 A Mallet 191 CH Replacement Handle for 191 C Hammer 
191 H — Replacement Handle for 191 Hammer 191 AH Replacement Handle for 191 A Hammer 


3B 








PRECISION CRAFTED WIRE BRUSHES 


RIM-BUFFING-CARBON REMOVING 


HAND SCRATCH BRUSHES 

The special carbon steel wire of these brushes is firmly anchored in 
solid hard wood blocks. Wire ends are sharpened for maximum cut- 
ting. Ideal for cleaning wheels to assure seating of tubeless tires and 
for cleaning rust coated lock rings. 

B195 Long Handle Wt. Y% |b. 
B632 Shoe Handle Wt. VY |b. 


CARBON REMOVING END BRUSHES 

These brushes are extremely good for getting into small corners or 
openings. Heavy filling of music wire, specially crimped or knotted 
gives a solid quick acting brushing surface. Ys inch shank fits all drills. 
B936 Standard Construction Wt. Y% |b. 
B940 Knot Construction Wt. 2 lb. 


ADAPTER WirRE WHEELS 

A good, solidly constructed wire wheel for general purpose work. 
Accurately trimmed and tested for true balance. 

B65 Dia. 6” Arbor 2” Wire Size .014 Wt. 1% Ib. 


Knot construction adapter wire wheel for high speed, heavy duty 
cleaning and buffing operations. Perfect balance makes it possible to 
operate this brush at speeds approximately double those of ordinary 
construction. 


B809 Dia. 6” Arbor 2” Wire Size .011 Wt. 1 Ib. 


NYLON PARTS CLEANING BRUSHES 

A sturdy brush that resists flaring and will outlast dozens of fiber 
brushes. .018 filling is 34” in diameter, trimmed to 17%” and is 
crimped to give maximum cleaning power. 

B45 Length 10” Wt. 2 oz. 


This extra large nylon parts cleaning brush has added filling to handle 
the toughest cleaning jobs. Trimmed end gets down into small open- 
ings. .018 crimped filling is trimmed to two inches and is one inch 


in diameter. 
B46 Length 12” Wt. 3 oz. 


WHITE SIDEWALL BrusH 

This brush is filled with tough, crimped brass wire, trimmed to 94”. 
The curved hard wood handle is 8%” x 2%”. Brush area is 22” x 
3”. A truly professional brush. 

B55 Standard Package 12 Wt. ea. 6 oz. 


WHEEL AND FENDER BRUSH 

A hard working long lasting brush filled with stiff Palmyra fibre for 
long life. Two inch trim with extra large brush 5” x 5”. 

B50 Standard Package 12 Wt. ea. % lb. 


TirE LUBRICANT APPLICATOR 

An essential item for any one changing tires either manually or ona 
tire changer. The ‘‘mop like"’ filler holds a good supply of lubricant 
and distributes it evenly over the tire bead. Designed to fit all buckets 
and has a rubber stopper to prevent the brush from sliding into the 
lubricant. 

B47 Length 10” Wt. 2 oz. 


TIRE AND TUBE BUFFING BRUSH 

This brush does an extremely good and fast job of buffing either 
tubeless tires or tubes prior to patching. The semi-stiff wires bite into 
the rubber and with a couple of strokes the surface is roughed correctly. 
B48 Length 6” Wt. 2 oz. 


TIRE AND TUBE BUFFING SPOON 

The one buffing spoon that is curved to fit both tubeless tires and 
your hand. It will instantly reach the hardest to get at spots in tube- 
less tires and does a fast job of preparing the surface for good 
adhesion of a patch. So designed that wire buffing surface can be 
replaced. Every tire repair station needs at least one of these tools. 
B190 Includes one extra buffing pad Wt. 10 oz. 
B190A Set of 3 refill pads Wt. 6 oz. 


Heavy Duty ELectric BUFFER 

This buffer incorporates a heavy duty, high torque motor with low 
speed gear reduction to prevent burning the rubber. Insures a good 
clean buffing job for proper repairs on either tubeless tires or tubes. 
Compact and light in weight, the buffer is exceptionally easy to use. 
B194 Packed Individually Wt. 3% Ibs. 
BI94W Wire Wheel Wt. 2 oz. 
B194S Fast Buffing-Special Grit Impregnated in Metal Hub Wt. 2 oz. 
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FOR TWELVE AND 
THIRTEEN INCH WHEELS 







Kennedy PRECISION CRAFTED PASSENGER TIRE TOOLS 


BEAD BREAKER — MOUNT — DEMOUNT TOOL — BEAD EXPANDERS 


STAND TYPE ADJUSTABLE BEAD BREAKER 

The powerful leverage provided by the four adjusting slots 
makes the toughest beads break easily. Does an excep- 
tionally good job on 14” wheels having the safety hump 
and wide base rims. The adjustment feature puts the right 
leverage at the right spot automatically. Will handle all 
conventional rims and tires from 12” to 18”. 


171 Wt. 25 lbs. 


PORTABLE TIRE SERVICE BOARD 

A specialized assortment of time saving tire tools to speed 
tire changing and repairing conventional or tubeless tires. 
Can be used inside or out and is easily carried to job. Con- 
tents as follows: 


4R Combination hammer 

93 Tire prodding awl 

178 Pair of passenger tubeless tire irons 

181B_ Straight spoon tire iron 18” 

182C Curved spoon tire iron 18” 

190 Hand type tire spreader 

191 Tire hammer 4 Ibs. 

196B_ Valve repair tool 

196C Tubeless valve mounting tool 

197B_ ‘Valve retriever 

335 Hub cap removing and replacing tool 

B195 Wire scratch brush 

W90 _ Four-way wrench 

180 Set complete with board and tools Wt. 50 lbs. 
180B Tool board only Wt. 20 Ibs. 


MOUNT AND DEMOUNT TOOL 

A universal tool that can be used with any tire changer hav- 
ing a center post. Old changers can now be brought up to 
date. This tool will not become obsolete with changes in tire 
sizes. Both ends provide a smooth surface to insure against 
bead damage. Demounting end lifts bead over rim and 
mounting end gently lifts bead and slips it over rim edge. 
Guaranteed not to damage beads on conventional tires or 
beads and air seals on tubeless tires. 


143A Length 35” Wt. 6 lbs. 


Air BEAD EXPANDER 

Air power does the muscle work in this air operated bead 
expander. No cranking, sliding or special adjustments for 
different size tires. A pliable neoprene rubber tube is en- 
cased in a tough long lasting nylon cover and the expander 
is built to withstand 200 pounds of air pressure. Will also 
handle 13” tires. 


52 Wt. 1 Ib. 


MECHANICAL BEAD EXPANDER 


The easiest handled of all tubeless tire bead expanders. 
Mounts all tubeless tires including the 13” tires and light 
truck. Adjustment or release can be quickly made with little 
or no effort. Non slip action. 


51 Instructions included Wt. 9 Ibs. 


SCREW TYPE BEAD EXPANDER 


A fool proof tubeless tire bead expander with band of 
Swedish spring steel that easily adjusts to all popular tire 
sizes including 13’. Screw operates smoothly and easily for 
fast bead seating. Designed for fast and safe operation. 


50 Wt. 4% lbs. 
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Four WAY VALVE TOOL 

Incorporates four functions in one tool. EZ out removes broken valve 
cores — rethreads inside and outside stem threads — removes and 
replaces valve cores. 


196B Std. Pkg. 10 Wt. 1 oz. 


6 IN 1 VALVE TOOL 
A precision tool that will handle all valve servicing and repair jobs. 
Removes and replaces valve cores — cleans and rethreads outside 
threads — easy out removes broken valve cores — cleans and re- 
threads inside valve threads — deflates tires and tubes — acts as 
valve stem extension. 


196 Std. Pkg. 10 Wt. 2 oz. 


VALVE STEM RETRIEVER 
Extra cable length makes this an ideal tool for retrieving valve stems 
and pulling them into position. Handle end acts as valve core remover 


and replacer and tire and tube deflator. 
197B Wt. 1 oz. 


TUBELESS VALVE MOUNTING TOOL 

The finest tool of its kind ever produced. Handle is off-set so that 
long or short valves can be handled easily. Extra length provides 
extra leverage. A little pressure snaps the valve into position. 


196C Wt. 2 lb. 


TIRE PRODDING AWL 
The point of this tool is designed so that it will not damage tire, but 
will easily remove all foreign objects. Has large easy to grip handle. 


93 Std. Pkg. 12 Wt. 3 oz. 


WHEEL WEIGHT PLIER 

A modern designed plier type tool incorporating special jaws for 
removing the most stubborn wheel weights. Has smooth well bal- 
anced hammer for driving on weights and knocking mud off wheels. 


Handle end specially forged for removing extra tough weights. 
92 Length 9” Wt. 1 Ib. 


DEFECT-O-SPRAY For LOCATING ALL Air LEAKS 

Now all service stations and tire dealers can do away with the messy 

and space consuming water test tanks. Replace them with KENNEDY 

DEFECT-O-SPRAY. Easy to use, prepare and is portable. Simply add 

three tablespoons of DEFECT-O-SPRAY concentrate to a quart of 

water and you can test approximately 100 tires. Ideal for checking 

air compressor installations and all air lines. 

T100 One quart DEFECT-O-SPRAY concentrate. Std. Pkg. 4 Wt. 2% lbs. 

T110 One quart spray tank. Solid brass, chrome plated with safety air re- 
lease. Requires about 50 Ibs. air pressure. Portable for easy use 
anywhere. Wt. 10 Ibs. 

SLOW LEAK DETECTOR 

The one piece of equipment that will find those tiny leaks. Place tube 

inside cage and apply necessary amount of air. The cage keeps the 

tube from ballooning. Spray with KENNEDY DEFECT-O-SPRAY and 

the leak is immediately located. 

7128 Collapses for easy storing Wt. 5% lbs. 


KENNEDY BEAD LUBRICANT 

With the extremely tight bead seating of tubeless tires, it is abso- 

lutely necessary to use lubricant in both mounting and demounting 

operations to prevent damage to beads and air seals. This lubricant is 

also extremely helpful in breaking tight beads from rims. Simply 

apply around bead and make easy work out of the tough ones. Use 

only the finest lubricant and applicator, KENNEDY. Portable for use 

in service area or on service truck. 

T115 One gallon capacity bead lubricant spray tank. Tank has rust resist- 
ant lining, safety valve, and is equipped with five feet of hose and 
spray gun. Requires approximately 50 pounds of air. Instructions with 


each tank. Wt. 3 Ibs. 
T1011 One gallon bead lubricant Wt. 9% Ibs. 
T1105 Five gallons bead lubricant Wt. 50 lbs. 


PORTABLE AIR TANK 

A compact air tank that can easily be carried in service truck or car 
trunk. Has large 42” diameter easy to read pressure gauge. Will 
hold 140 to 150 pounds of pressure which is sufficient to inflate four 
normal tires. Ideal for service stations, service trucks and farmers who 
need air pressure in the field. Saves time and money. Safety valve 
set at 150 PSI. 

T120 Wt. 10 Ibs. 








ACUMTTY PRECISION CRAFTED UNIVERSAL TRUCK RIM WRENCHES 


SEES Se 


a? Na Special Budd wheel wrench. Has openings of '/6” square 
7 and 112”’ hex. When used with 1795 holding wrench it will 
handle all situations. Will fit all Budd wheels on all makes 
of trucks Ford, Dodge, Chevrolet, etc. 

199 Length 16” Wt. 4% lbs. 


Universal truck rim wrench for Ford, Dodge and Budd wheels 
has openings of 1%” and 12’’ hex and '/6” square. 
199 A Length 16” Wt. 4% lbs. 


This wrench has special deep forged sockets for Chevrolet 
dual wheels. Socket openings of 1” and 112” hex and %” 
square. 


199 B Length 16” Wt. 4 lbs. 


A general purpose wrench but used especially for wheels on 
International, Federal, Studebaker, Diamond T and Mack 
trucks. Thin wall socket of 7s” and 16” hex. 

199 D Length 16” Wt. 41 lbs. 


Universal truck wrench especially designed for Dayton and 
Erie wheels, but will fit many more. Special tapered socket 
for Dayton wheels. Hex openings of 1%” and 1 eo". 

199 F Length 16” Wt. 4 lbs. 


Universal truck rim wrench with many applications but de- 
signed for Studebaker, G.M.C., Reo, Federal trucks and 
Fruehauf trailers. Hex openings of 1%6” and 16”. 

199 G Length 16” Wt. 41/2 lbs. 


A universal truck wrench designed to fit most Chevrolet 
trucks from 1936 on. Has hex openings of '%/6” and 7%”. 
199 K Length 16” Wt. 44 lbs. 


This universal truck wrench is especially designed for late 
model Chevrolet 2 ton trucks with dual wheels. Will also 
service some G.M.C. trucks. Socket openings of 1%” and 
1Yo”. 

199 T Wt. 41 lbs. 


This 1%6” hex socket on the end of a hex leverage bar is 
designed to fit Studebaker trucks and Fruehauf trailers. Can 
be used as a leverage bar in any universal rim wrench. 


199 C Length 22” Wt. 31% lbs. 


G.M.C., Federal and Reo trucks are serviced by this hex 
leverage bar with a forged 1%6” socket on one end. 
199 E Length 22” Wt. 3 lbs. 


A hex leverage bar with a special tapered 1'/4’’ hex socket 
is made especially to service Dayton wheels. Can be used 


on all 1%” lugs. 
199 L Length 22” Wt. 31 lbs. 


A popular '%16” hex socket is forged on the end of a hex 
leverage bar. Especially good for servicing some Chevrolet 


trucks. 
199 M Length 22” Wt. 3’ lbs. 


The always popular and useful 1” hex socket is forged on 
the end of a hex leverage bar. Services some Chevrolets 
and many other makes. 


199 N Length 22” Wt. 31 lbs. 


Universal hex leverage bar specially heat treated for maxi- 
mum life and abuse. Used with all universal truck wrenches. 


199 H Length 22” Wt. 3 Ibs. 
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AXLE STANDS 


TRUCK — TRACTOR 
OFF-THE-ROAD EQUIPMENT 


For all nut turning applications 


¢« Budd wheels ¢ All Wheels 
¢ U Bolts e Off-The-Road Equipment 
¢ Industrial Equip. ¢ Aircraft 


POWERENCH — For BupD WHEELS 


This KENNEDY powerench is designed for Budd wheels but 
with the use of the %” drive adapter, number P17, the 
wrench will handle most wheels. The tremendous power cre- 
ated by the 3 to 1 ratio allows one man to easily loosen or 
tighten the most stubborn nuts. Set consists of geared 
wrench and P 1 bar handle and P 2 tube handle. 


P 124 Wt. 17 Ibs. 


POWERENCH — UNIVERSAL 


With the three adapters furnished, this set is truly ‘‘univer- 
sal.’’ Will handle the broadest possible range of new and 
old trucks alike. This wrench can be used for almost every 
nut turning application. Consists of geared powerench, P 36 
tube handle, P 1 bar handle, P17, P64 and P12 adapters. 


P 125 Wt. 22 lbs. 
POWERENCH Parts List 
P 1 — Bar Handle P 12 — Motor Wheel Adapter 
P 2 — Tube Handle P15 — %2” Square Drive 
P 3 — Pinion P 17 — %4” Square Drive 
P 4 — Pinion Stud P 36 — 36” Tube Handle 
P 5 — Inner Wrench P 64 — Budd Nut Adapter 
P 6 — Outer Wrench '% 6’ Square 


Bupp Nut HOLDING WRENCH 

A special wrench used on Budd and Ford wheels. Holds the 
larger outer cap nut while the small inner nut is turned. 
Positive non-slip action is assured. 


1795 Length 512” Wt. 14 oz. 


TRIPOD DESIGN AXLE STANDS 


These KENNEDY axle stands are ruggedly built to withstand 
constant heavy usage. Incorporated in this design are: 


Self-Locking Lug — Can not be released until load is 
removed. 

Tripod Design — Eliminates rocking even on rough or 
sloping surfaces. 

Sure-Grip Saddle — Wide saddle area gives maximum 
load contact. 

Fully Adjustable — Fits all cars, trucks, tractors, busses 
and heavy equipment. 


Stock No. Capacity Min. Ht. Max. Ht. Wt. Per Pair 
J 20 3 Tons tia 182” 21 Ibs. 
J21 5 Tons 15" 25" 37 Ibs. 
J 22 7 Tons 20” 30%” 48 lbs. 
J 23 10 Tons 18” 30%” 80 lbs. 


ADJUSTABLE HIGH AXLE STAND 

The high axle stand handles all cars under every hoist or in 
pits. Has self leveling tripod design, wide swivel saddle and 
quick adjustment. 


¢ Greasing Springs ¢ Repairing Differentials 

« Removing and Replacing «+ Replacing Mufflers and Pipes 
Shock Absorbers e Installing and Removing 

« Adjusting Brakes Springs 

¢ Undercoating ¢ Greasing Universal Joints 

J 24 Adjustable From 53” to 86” Wt. 49 lbs. 
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PRECISION CRAFTED SERVICE JACKS 


PASSENGER CAR - LIGHT TRUCK - AIR OPERATED - BIPOD 
> TRIPOD - SCISSORS 


AiR OPERATED ONE END LIFT 

The KENNEDY air powered one end lift is a heavy duty, 
work saving lift. Even the smallest service shop can afford 
this inexpensive lift. Car or light truck can be lifted quickly 
and easily to speed up service work. The ‘‘quality’’ built into 
this lift assures years of trouble free service. 


« Automatic Safety Lock — Acts in case of air valve failure 
or failure of locking springs. Automatic Safety Lock 
secures lift up or down. 


¢ Fast And Easy Positioning — Equipped with two wide, 
easy rolling, ball bearing rubber wheels. Wheels are 
spring equipped to deflect when load is put on lift so that 
lift base contacts floor for stability. 


¢ Two Convenient Air Valves — Air valves are located at 
top and bottom of cylinder so operator can apply air 
easily while positioning lift. 


« Long Front Reach 1412” — Easily reaches beyond bumper 
to lift by bumper brackets, pads or bumper. 


Capacity 3500 Ibs. Saddles—Low 8Y2”’ 
Reach—Extra Long 1412” Saddles—High 32” 
Saddles Closed 15” Saddles Extended 57" 


330 Overall Height 46” Width 32%” Wt. 187 lbs. 


UNIVERSAL BIPOD BUMPER JACK 

The one jack designed especially for service stations and 
garages. New lifting hook automatically aligns to all 
bumper contours on new or old model cars and light 
trucks. This jack is equipped with the one truly universal 
hook. The extra heavy duty construction makes it safe to 
use. Has swivel handle and easy operating screw. Lifting 
range from 112” to 2834”. 


532 Capacity 3000 Lbs. Wt. 20 Ibs. 


UNIVERSAL TRIPOD BUMPER JACK 

A dependable, safety proven tripod design bumper jack for 
service stations for stand-by use. Priced right and incor- 
porates the new universal lifting hook that automatically 
aligns to all bumper contours on new or old model cars and 
light trucks. Folds compactly for storage in trunk or service 
truck. Lifting range from 312” to 2742”. 


J 34 Capacity 2500 Lbs. Wt. 15 Ibs. 


COMPACT AND FOREIGN CAR Scissors JACK 

Ideal for lifting compact, foreign and sports cars. Saddle will 
fit under frame or axle. This jack is an absolute must for 
most cars having unitized body construction. Due to possible 
damage to the body, these cars should not be lifted by the 
bumpers. Has sealed thrust bearing and 10 pitch Acme 
threads for easy operation. 


J 36 Wt. 13 lbs. 
Folded Low 4” Extended High 15” Capacity 1 Ton 


QUALITY FOUR WAY 
WRENCHES 











PASSENGER CAR — LIGHT TRUCK — HEAVY TRUCK 


DELUXE PASSENGER CAR Four-WaAY WRENCH 


A professional type wrench forged from the finest chrome 
nickel alloy steel. All sockets are precision broached to in- 
sure a perfect fit. Services passenger cars and light trucks 
and has the following popular size sockets: %4’’-'/6’’-7” 
and '%6” hex. Guaranteed. 


Ww84 Length 23” Wt. 4% Ibs. 


STANDARD PASSENGER CAR FouR-WAY WRENCH 


This wrench is similar to the W84 but lacks some of the 
deluxe features. Especially designed for service stations, 
garages and tire repair shops. Forged from chrome nickel 
alloy steel, this wrench will give years of efficient service. - 
Precision openings %4”-'/6’-7%e” and '/o6” hex. iC 


STANDARD FourR-WAY WRENCHES 


A thoroughly dependable standard tool used the world over 
in service stations, garages and tire service centers. Forged 
from chrome nickel alloy steel and pressure welded for 
unusual strength. Popular openings %4”-7%/"-'/6"” and '/o” 





W93 Length 1512” Wt. 2% lbs. 
W92 Length 172” Wt. 3 Ibs. 
Ww90 Length 22” Wt. 3” lbs. 


Do Not Confuse With Cheap Carbon Steel Wrenches 


FOREIGN CAR Metric Four-WAY WRENCH 

This metric four-way wrench will service practically all foreign 
cars. Sockets are hot forged from alloy steel for long life. 
Every service station, garage and tire center needs this 
wrench. 


Socket Size Services 
21 MM Hillman - BMW - MG - Riley 
19 MM Agnia - Bentley - Consul - Fiat - Jaguar - 


Opel - Pengeot - Renault - Saab - Skoda - 
Vauxhaul - Volkswagen - Volvo 

18 MM Austin - Healy - Morris Universal - Morris 
Minor - Triumph - Turner - Tempo 

17.5 MM __ Austin - Healy - Mercedes Benz - Borgward - 
Prinz 


83 Length 16” Wt. 2% Ibs. 

















= 


LiGHT TRUCK Four-WAY WRENCK 

The KENNEDY light truck four way wrench is designed to 
handle all new light trucks and all Ford and Chevrolets from 
1946 thru 1957. One socket is tapered to fit Dayton wheels. 
Sockets are hot forged from chrome nickel alloy steel and 
have the following openings: '%6”-7/s"’-1 “6” and 1” hex. 
Arms are extra long for powerful leverage. 


Ww94 Length 242” Wt. 6 lbs. 


HEAVY TRUCK Four-WAY WRENCH 

Heavy duty wrench of solid one piece construction for maxi- 
mum strength. A %4” hole is provided in the center for any 
leverage bar when extra power is needed. This wrench is a 
must for all service stations, tire repair shops, fleet opera- 
tors and any one servicing large trucks. Equipped with the 
following socket sizes: 1%6”’-1%’ and 1%” hex, 'Ho” 
square. 


W96 Length 272” Wt. 14% lbs. 
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TOP QUALITY BATTERY SERVICE TOOLS 


BATTERY Post AND CABLE CLAM CLEANER AND SPREADER 

This triple purpose tool does an effective job of spreading 
and cleaning cable clamps with one side. Turn the tool over 
and the other side completely cleans and resizes battery 
posts. A necessary tool for all service stations. 


B104 Wt. % |b. 


BATTERY CLAMP SPREADER AND CLEANER 

Universal clamp spreader and cleaner. One squeeze and the 
toughest clamp is spread. One turn and the clamp is cleaned. 
Clip on handle cleans terminal. 


20C Wt. % lb. 


BATTERY POST AND CABLE CLAMP CLEANER 

~— For many years this brush type cleaner has proved its supe- 
KENNEDY K 814 Us|. rior effectiveness. The metal brushes are shaped to fit inside 
“S ) terminal clamps and over battery posts. A few turns and 
terminals or clamps are like new. Pocket size. 


558 Wt. 2 oz. 


UNIVERSAL BATTERY CLAMP LIFTER 

A puller designed to remove the most stubborn battery 
cable clamps from any battery post no matter how badly 
worn or grooved. This puller can also be used to pull small 


gears and is especially adapted for pulling generator pulleys. 
21 Wt. 2 lb. 


BATTERY SERVICE KIT 

A complete set of three tools contained in a strong plastic 
roll kit. Includes universal clamp lifter, battery plier and 
clamp spreader and cleaner. 


K814 Wt. 


BATTERY PLIER 

Fixed joint self gripping battery plier. Three sets of teeth grip 
and hold the most severely rounded nuts. Extra long for 
added leverage. 

B100 Length 72” Wt. 6 oz. 


SAFETY GriP BATTERY LIFTERS 

The gripping power of the teeth on each end of the lifter 
prevents slipping and will hold firmly on smooth or badly 
worn terminals. 

552 Length 15” Wt. % |b. 
552L Length 21” Wt. “% |b. 


BATTERY FILLER 

Six ounce battery filler made with a good live rubber bulb 
and durable flexible rubber stem. 

669 Wt. “% Ib. 


BATTERY HYDROMETER 


S—_— A very popular hydrometer that incorporates a thermometer 
———s =... — with scale showing specific gravity corrections for differing 

_. temperatures of battery solutions. Accurate condition of each 

cell can thus be obtained. Any one checking batteries will 
~ settle for nothing less than this hydrometer once it 

“x. has been used. 

667 Std. Pkg. 12 Wt. 6 oz. 


The small barrel of this hydrometer permits a test reading 
when only a small amount of solution can be reached. Float 


is beaded to prevent sticking. 
Wt. Y% |b. 


ANTI-FREEZE METER 
A multi solution antifreeze tester that not only gives 
you an accurate solution reading, but also shows 
you the temperature of the coolant. Eliminates 
possible guessing of whether the solution is 
hot enough to make the tester react. 
666 Wt. 2 lb. 
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Kennedy 


DRAIN PLUG WRENCHES 
A tough, alloy steel drain plug wrench for most all female 
type plugs. Square corners resist rounding. 


314A Length 9” Wt. 1 |b. 


Hot forged universal drain plug wrench having six square 
tips one Se” and one %” hex tips. Will handle all late 
model products using a hex female type drain plug. 

314D Length 8%” Wt. % lb. 


An extra heavy duty female type drain plug wrench. Has 
seven precision openings to fit all male drain plugs. 


314B Length 10” Wt. % lb. 


One of the most complete and time tested female type 
drain plug wrenches on the market. Has eight openings for 
maximum use. A complete wrench for male drain plugs. 


314C Length 11” Wt. % lb. 


GREASE BAR 

A specially designed grease bar, extra long to enable one 
man to loosen frozen shackles. Eliminates danger of damage 
to bushings, makes greasing easier and gives a better job. 
316 Length 30” Wt. 412 lbs. 


Pry Bars 

The PB5 is one of the most popular and handiest of all pry 
bars. A 90° rolling head makes it ideal for prying off gears, 
lifting valves, etc. The tapered end is used for aligning holes. 
PB5 Length 182” Wt. 2% lbs. 


PB6é and PB8 are designed the same but are different sized 
for different jobs. The forged end is slightly curved and thin 
to enable the user to get into small openings. The tapered 


end is used for aligning holes. 
PB6 Length 24” Wt. 2% lbs. 


PB8 Length 30” Wt. 414 Ibs. 


Oi FILTER WRENCH 

The one oil filter wrench that will handle the most stubborn 
oil filters regardless of grease and dirt. The alloy steel chain 
and handle teeth assure an absolute grip. 


315A Wt. 1 |b. 


RADIATOR SIPHON 

This speedy radiator siphon makes it possible to remove a 
quantity of solution from the radiator without fussing with 
rust frozen or hard to get at pet-cocks. Tube end is placed 
in the radiator and a squeeze of the bulb starts the flow 
into the quart container. ~ 


670 Wt. 2 lbs. 


Putty KNIVES 

Fine quality putty knives made from hardened and tempered 
tool steel. Blade extends all the way through the handle. 
Brass rivets hold the Rosewood handles securely. 

GC36 Extra quality Wt. 2 oz. 
GC34 — Wt. 2 oz. 


RATCHETING BOX WRENCHES 

All openings on these wrenches are precision broached for 
a perfect non-slip fit. Speeds up work in limited areas. 
Especially good for removing manifold, exhaust and body 
nuts. *RB2024 is a ‘‘must”’ for removal and installation 
of oil filters. 


RB810 x Ye xno Single Hex Wt. 2 oz. 
RB1214 tx %’ x “oe” Single Hex Wt. 3 oz. 
RB1618 tx 2" x %o” Single Hex Wt. 7 oz. 
RB2022 tx %*%” x 'Yo” Double Hex Wt. 2 lb. 
*RB2024 Se’ x Hy" Double Hex Wt. 2 lb. 
RB2428 x Y4"” x 7a” Double Hex Wt. % lb. 


RB3 - 3 Piece Set One each as marked t Wt. 1% lbs. 
RB5 - 5 Piece Set One each as marked x Wt. 2% lbs. 
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QUALITY GREASE RACK TOOLS 
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PRECISION CRAFTED PULLERS 


FLANGE AXLE - SLIDE HAMMER - WEDGE TYPE - BUSHING 


SLIDE HAMMER PULLER 

Two and three leg reversible puller for inside and outside 
pulling. This puller will handle the toughest jobs including 
pulling gears, grease retainers, oil seals, bearings, bearing 
outer races, etc. Cone reversal adapts the puller for inside 
or outside pulling jobs. Comes complete with two and three 


leg heads. Outside Diam. Inside Diam. 
Two Leg Min. 1” Max. 42’ Min. 1%” Max. SH sy 81> Ibs. 


538 Three Leg Min. 12’ Max. 42’ Min. 1/16” Max. 494” 

538A Two leg head Wt. 31 lbs. 
538B Three leg head Wt. 3% lbs. 
538C Slide hammer assembly only Wt. 5 Ibs. 
538L Leg only Wt. VY |b. 


FLANGE TYPE AXLE PULLER 

This puller will handle all flange type axles with bolt circle 
ranges from 41/2” to 512”. Covers all major cars and small 
trucks. The four slots in the steel casting adapter fit 4, 5 or 
6 bolt or stud designs. Heavy hammer gives tremendous blow. 


506P Length 24” Wt. 10 lbs. 
506A Adapter Plate Only Wt. 2 lbs. 


FLANGE TYPE AXLE PULLER 

The one flange axle puller that saves time. No need to re- 
place studs or nuts. The ‘‘C’’ type adapter plate slides over 
the flange and the slide hammer does the work. 


504 Length 24” Wt. 9 Ibs. 
504A ‘‘C"’ Type Adapter Plate Only Wt. 21 lbs. 

FLANGE TYPE AXLE ADAPTER 

As shown in the photograph, this adapter was designed to 
be used with our number 500 hub puller or any other hub 
puller of this type. The adapter fits over the nut end of the 
screw and the slide hammer does the pulling. 


502 Length 24” Wt. 6 lbs. 
502A Adapter Tip Only Wt. 2 lb. 


WEDGE TYPE SEPARATORS 

This tie rod spreader is made to handle most jobs. The 
forked end has a gentle taper for easy use and the %” slot 
will fit most cars and light trucks. Forged from the finest 
alloy steel and heat treated for long life. 


X51 Length 16” Wt. 2 lbs. 


A shock link spreader that takes the work out of removing 
badly worn shock absorbers. The tapered end has a “6” 
slot that fits most all jobs. 


X53 Length 16” Wt. 2 lbs. 


A truly universal Pitman tool. Eliminates damage to costly 
steering assemblies and can be used in close quarters. Does 
the job on all cars and trucks. Has 1%” slot. 


X52 Length 10” Wt. 21% lbs. 


PITMAN ARM PULLER 
A puller that eliminates the necessity of the mechanic having 
several tools to do this job. Will remove most Pitman arms 
from the majority of cars and trucks. Heat treated to with- 
stand tough usage. 
537 Wt. 1% lbs. 
TRANSMISSION BUSHING PULLER AND DRIVER 
The transmission bushing puller and driver set that 
does in fifteen minutes what previously had taken 


hours. Now the bushing can be replaced with each 
new grease seal job. No more incomplete jobs. 


JM105 For Ford-Falcon-Merc.-Comet Wt. 1% lbs. 
With pin and screw re- Push pin to extreme for- Drive in new bushing until JM113 — For Ford-Chev.-Merc.-GMC 2 Ton Wt. 1% lbs. 
tracted, push puller through ward position and turn driving tool strikes shoul- . ; 1 
sacl and: bushing. screw to remove bushing. der. Tap new seal in place. JM120 © For Thunderbird-Ford Interc.-Lincoln Wt. 1% Ibs. 
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“QUICK CHANGE” PULLERS 





Two ARM STRAIGHT JAW ADJUSTABLE GEAR PULLERS 

Unusual strength is built into these two leg pullers and extra 
strength is obtained by using a Buttress type thread. Fast 
changing of the jaws are made possible by the ‘‘quick 
change’”’ feature. 

540 Max. Reach 4” = Max. Spread 3%" Forcing Screw 41/4" Wt. 1 Ib. 
543 = Max. Reach 10” Max. Spread 9” Forcing Screw 814” Wt. 5 lbs. 


Two ARM REVERSIBLE JAW GEAR PULLERS 

These pullers are especially applicable for removing bear- 
ings, small timing gears, and generator and magneto gears. 
The puller jaws can be reversed quickly and have one end 
slotted for hooking onto cap screws to remove gears and 
parts with tapped holes. 

541 Max. Reach 6” Max. Spread 3%” Forcing Screw 6” Wt. 2 Ibs. 
542 Max. Reach 8” _ Max. Spread 512” Forcing Screw 8/6” Wt. 4% lbs. 


THREE ARM REVERSIBLE JAW GEAR PULLERS 

The three exceptionally strong arms of these pullers give 
three point contact for maximum pulling power. One end of 
each arm is slotted.for hooking onto cap screws to remove 
gears and parts having tapped holes. 

547 Max. Reach 342” Max. Spread 6” Forcing Screw 6” Wt. 22 Ibs. 
548 max. Reach 5/2” Max. Spread 8” Forcing Screw 85/6” Wt. 51 lbs. 


THREE ARM ADJUSTABLE GEAR PULLER 

The three arms of this puller are especially good for getting 
into tight places. The three hole adjustment makes it adapt- 
able to most all pulling jobs. Three point contact for real 
pulling power. 

549 Max. Reach 9” Max. Spread 10” Forcing Screw 8/6” Wt. 6" lbs. 


UNIVERSAL HuB PULLER 
Adjustable legs are readily adaptable to any hub, regard- 


less of the number of studs. Fits all size bolt circles up to 
and including 71/2’. The fine threaded center screw rides in 
a sliding bearing to permit the operator to remove the most 
stubborn studs with a minimum of effort. 


500 Complete puller as shown Wt. 10% lbs. 
500H Handle only Wt. 1 |b. 
500L Leg only Wt. 1 Ib. 


STEERING WHEEL PULLER 
Any steering wheel with tapped holes can be pulled with 


this tool. The center forcing screw features a cupped swivel 
end so that horn buttons on some models will not be dam- 
aged. Three sets of side screws: “6 x 24 (3%2” long), ¥% x 


16 (4” long) and “6 x 18 (4%2” long). 
545 Wt. 2% lbs. 


HARMONIC BALANCER PULLER 
This newly designed harmonic balancer or vibration damper 


puller can be used on such parts having two or three tapped 
holes in the gear. No longer is it necessary to remove the 
motor to pull these parts. Three sets of side screws for 


maximum application. 


546 Wt. 3 Ibs. 


TIMING GEAR PULLER 
This is the right tool for pulling timing gears and all other 


gears with tapped holes. The sliding jaws make this adjust- 
able puller capable of handling gears of various diameters. 
Side screws have thread sizes of %”’ x 16 and V6” x 18. 

544 Center Screw 52” Side Screws 5” Wt. 21 lbs. 


Uniti 





me iiiiiti 


STUD REMOVER . 
This tool is designed for greater efficiency in removing studs. 


The eccentric roller grips the stud more firmly as it is turned 
with any 2” square drive ratchet. The entire tool is made 
from high grade heat treated steel. 

$19 Capacity 4” thru 34” Wt. 1% Ibs. 
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FINEST QUALITY PROFESSIONAL PLIERS 


Sip JOINT PLIER 

This quality slip joint plier is designed for maximum gripping 
power with well balanced, comfortable handles. Bright 
plated for eye appeal and impulse sales. 


P606 Length 612” Wt. 6 oz. 


WATER Pump TyPE RIB JOINT PLIERS 

A water pump type rib joint plier with jaws that open toa 
full 1¥2” and have deep milled self gripping teeth. Five pre- 
cision machined tongues and grooves give maximum adjust- 
ments. Chrome plated with knurled handles. 


P106 Length 10” Wt. % lb. 


This plier is a little brother to the P106. Jaws open to a full 
one inch and have deep milled teeth. There are four preci- 
sion milled tongue and groove adjustments. Chrome plated 
with knurled handles. 


P104 Length 62” Wt. 6 oz. 


RADIATOR HOSE CLAMP PLIER 

The double slots in each jaw of this plier are designed to 
hold both large and small clamps. The jaws swivel 180° to 
handle clamps at any angle. Four position locking device 
holds clamp securely and is designed so that plier can be 
used with or without the lock. Made from alloy tool steel 
and heat treated for long life. Chrome plated. 

P114 Length 9” Wt. Y% lb. 


IGNITION PLIER 
Forged alloy steel ignition plier, thin and narrow, to reach 
awkwardly placed nuts. A giant for strength and utility. 


P102 Length 5” Wt. 1% Ibs. per doz. 


PETERSEN VISE GriP WRENCHES 
Standard straight jaw vise grip wrenches with easy release. 


7R Length 7” Wt. 11 Ibs. per doz. 
10R Length 10” Wt. 16 Ibs. per doz. 


Curved jaw, thin nose vise grip wrenches with easy release. 
7CR Without cutter — Length 7” Wt. 11 Ibs. per doz. 
7WR With cutter — Length 7’” Wt. 11 Ibs. per doz. 
10CR Without cutter — Length 10” Wt. 16 lbs. per doz. 
1OWR ~— With cutter — Length 10” Wt. 16 lbs. per doz. 


DIAGONAL CUTTING PLIERS 


These diagonal cutting pliers are forged from finest alloy 
steel. Precision ground cutting edges give maximum service. 


KEMMEEY £240 Die. Two lengths, two styles. 
P110 Length 7” — Lap Joint Wt. 2 lb. 
P112 Length 6” — Box Joint Wt. 6 oz. 





NEEDLE NOSE PLIER 


Long tapering milled jaws of extra length make this plier 
ideal for reaching into tight places. With side cutters. 


P108 Length 7” Wt. VY |b. 
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THICKNESS GAUGES FOR EVERY NEED 





UNIVERSAL MASTER GAUGE 

Twenty-five blade universal master gauge. Contains blades 
of the following thickness: .0015-.002-.003-.004-.005-.006- 
.007-.008-.009-.010-.01 1-.01 2:013-.014-.015-.016-.018- 
.020-.022-.024-.025-.028-.030-.032 and .035. 

FG25 Standard Pkg. 6 Wt. 1% lb. 


MASTER IGNITION GAUGE 

Master ignition gauge for servicing domestic and foreign 
cars. Sixteen 134” x 4” blades as follows: .011-.012-.013- 
.014-.015-.016-.017-.01 8-.019-.020-.022-.024-.025-.028- 
.030 and .032. 

FGI5A Standard Pkg. 6 Wt. 6 oz. 


STANDARD FEELER GAUGE 

Standard feeler gauge which contains ten blades as follows: 
.002-.003-.004-.005-.006-.007-.008-.010-.012 and .015. 
FGI Standard Pkg. 6 Wt. 2 lb. 


SPARK PLUG WIRE GAUGE 

Spark plug wire gauge contains one electrode bender and 
eight wire gauges as follows: .022-.025-.028-.030-.032- 
.035-.038 and .040. 

FG7 Standard Pkg. 6 Wt. 2 lb. 


FORD GAUGE 

Ford gauge which contains thirteen step-ground 3/16” x V2” 
Go-No-Go blades as follows: .010-.012, .011-.013, .012- 
.014, .013-.015, .015-.017, .016-.018, .017-.019, .018- 
.020, .019-.021, .021-.023, .024-.026, .025-.027. Four 
ignition blades: .015-.016-.020-.025. Three 90° offset wire 
blades: .025-.028-.035. Two straight wire blades .017-.030 
and one electrode bending tool. 


FG3A Standard Pkg. 6 Wt. 1 Ib. 6 oz. 


IGNITION GAUGE 

Ignition gauge which contains twelve 1°34” x 4” blades as 
follows: .011-.012-.013-.014-.015-.016-.017-.018-.019- 
.020-.022 and .025. 

FG6A Standard Pkg. 6 Wt. 6 oz. 


UNIVERSAL O.H.V. GAUGE For V-8 ENGINES 

Universal O.H.V. gauge for V-8 engines containing sixteen 
45° blades as follows: .009-.010-.01 1-.014-.015-.016- 
.017-.018-.019-.020-.021-.023-.024-.025-.026 and .027. 
FG17 Standard Pkg. 6 Wt. 1% lb. 


CHEVROLET GAUGE 

Chevrolet gauge containing eight regular blades as follows: 
.006-.007-.008-.010-.01 2-.013-.015-.020. Four ignition 
blades: .016-.018-.020-.022. Three wire blades: .032-.035- 
.040 and one electrode bending tool. 

FG4A Standard Pkq. 6 Wt. 1 Ib. 


COMBINATION O.H.V. GAUGE 

Combination O.H.V. gauge with seven 356” x 2” blades 
with 45° offset as follows: .018-.019-.020-.021-.024-.025- 
.026. Four straight blades: .015-.016-.018 and .019. 
FG16 Standard Pkg. 6 Wt. 1 Ib. 6 oz. 


COMBINATION GAUGE 

Combination gauge with ten 3” x 2” blades as follows on 
one end: .002-.003-.004-.005-.006-.007-.008-.010-.013- 
.015. Twelve 1°94" x VY’ blades on other end: .011-.012- 
.013-.014-.015-.016-.017-.018-.019-.020-.022 and .025. 
FG5A Standard Pkg. 6 Wt. % |b. 


15 BLADE GO-No-Go GAUGE 

Fifteen blade Go-No-Go gauge with step ground blades as 
follows: .006-.008, .007-.009, .008-.010, .009-011, .010- 
O12, .O11-.013, .012-.0174, .013-015, -.014-.016, 
.015-.017, .016-.018, .017-.019, .018-.020, .019- 
.021, .020-.022. | 
FG14A Standard Pkg. 6 Wt. 1 |b. 
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TUNE-UP EQUIPMENT 





TIMING LIGHTS — VACUUM GAUGES — ELECTRIC TESTERS 


D C POWER TIMING LIGHT 

An extremely lightweight, perfectly balanced, chrome plated 
power timing light that directs a powerful beam where you 
want it. Light works only when button is pressed. Auto- 
matically adjusts to six or twelve volt systems. Built to with- 
stand hard usage. 


L5 6 and 12 volt DC type Wt. 3 Ibs. 


A C POWER TIMING LIGHT 

This is a precision power timing light that emits a sharp, 
brilliant white light. Ideal for the smaller service center 
where a timing light is not used often. Power is supplied 
from any standard 115 volt, 25-60 cycle power. The plastic 
case is shatterproof. Works on all ignition systems, 6-12-24 
volt and magneto. 


L60 6-12-24 Volt A C type Wt. 1 lb. 


TIMING LIGHT 

A sturdy neon tube timing light that directs a brilliant beam 
right where it is needed. Neon tube is easily replaced. The 
best light of its kind on the market. 

TLI 6 Volt Wt. 1 Ib. 
TLIB Replacement Bulb Only 


ELECTRIC TROUBLE SHOOTER 

The most simple to use electric tester ever devised. Long 
sharp point pierces insulation to find concealed wire breaks. 
Strong, rubber covered clip for positive ground. Also in- 
corporates a spark plug tester. Individually boxed with com- 
plete instructions. 


TS14 6 or 12 Volt Wt. % lb. 


The TS12 is the same as the TSi4 in every respect with the 
one exception that it does not test spark plugs. Slightly 
lower in price. Individually boxed with complete instructions. 


TS12 6 or 12 Volt Wt. “% lb. 


JUMPER WIRE SET 
\ Any mechanic needs a good set of jumper wires. The illus- 
KENNEDY LW2 [WON § trated set contains two color marked 24” long wires with 
ry strong alligator clips. Makes possible jumping any part of 
the electrical system. 
LW2 Set as shown Wt. Y% lb. 
LW12 Display card of twelve poly bags Wt. 3 Ibs. 


VACUUM GAUGES 

The finest vacuum gauge on the market. Built with an extra 
heavy gauge movement to insure long life. Very sensitive to 
all motor conditions and shows fuel pump pressure to 7 
pounds and vacuum scale to full 30 inches. Complete with 
fittings and instructions. 


VGI Wt. 2% lbs. 


An economy model vacuum gauge which is relatively small 
but reliable. Shows fuel pump pressure to 7 pounds and 
vacuum scale to 25 inches. Complete with fittings and 
instruction. 


VG2 Wt. 1% Ibs. 


SPARK PLUG GAPPING TOOL 

A pliers type tool that instantly and accurately gaps spark 
plugs. Handles all plugs from 14 through 18 m m. Gauge 
wheel has sizes: .022-.025-.026-.028-.030-.032-.035-.036- 
.038 and .040. 

S$G71 Wt. % lbs. 








COMPRESSION TESTER 

The last word in compression testers. It will handle 98 per 
cent of all applications. No extra stems, adapters, etc. 
Simply hand tighten stem into spark plug opening, click on 
gauge and read compression. 


CT5 Wt. Y% lb. 


DELUXE COMPRESSION TESTER 

Deluxe chrome plated compression tester. Large easy to 
read dial registers from O to 300 pounds compression per 
square inch and holds the highest reading until released. 


CTl Wt. 1 Ib. 
CT3S Chrysler Products Stem Wt. Y% lb. 
CT4S Ford Products Stem Wt. 2 lb. 
CT5S_ Chevrolet Stem 45° angle (Not Shown) Wt. % lb. 
CT1T Rubber tip only for CT1 and CT2 Wt. 1 oz. 


STANDARD COMPRESSION TESTER 


Standard compression tester with black painted case. Com- 
pact dial registers from 0 to 300 pounds per square inch 
and holds highest reading until released. 


CT2 (CT3S-CT4S-CT5S Stems also fit this tester) Wt. % lb. 


SPRING TENSION TESTER 


Dial type spring tension tester featuring a lazy arm so that a 
reading can be made even if the operator can not see the 
dial. Primarily designed to measure spring tension on dis- 
tributor points, it can also be used to measure generator 
brush tension, distributor base plate drag and steering 
wheel drag. 


ST2 Wt. Y% lb. 


GENERATOR CURRENT INDICATOR 


This generator current indicator will give an accurate reading 
from O to 75 amperes by simply placing tester over cable. 
No wires to cut or disconnect. For use on 6, 12 or 24 volt 
systems. 


GC2 Wt. 2 oz. 


STARTER CURRENT INDICATOR 


An accurate starter current is found by simply placing this 
meter on the cable leading from the battery to the starter. 
The gauge will show an exact amperes reading from 0 to 
AOO. Use on 6, 12 or 24 volt systems. 


SC2 Wt. 2 oz. 


REMOTE STARTER SWITCH 


Remote starter switch for engines having a solenoid starter. 
Extra heavy duty switch will not burn out. Invaluable when 
removing automatic transmissions or gently nudging a motor. 


$2 Length 4% Ft. Wt. % Ib. 


REMOTE STARTER SWITCH AND LIGHT 


A remote starter switch that also works as a trouble light. 
Enables the operator to see exactly what is happening when 
gently nudging or turning over the motor. 


SS4 Length 4% Ft. Wt. % lb. 
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COMPRESSION TESTERS — STARTER SWITCHES — CURRENT INDICATORS 
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PRECISION CRAFTED VALVE LIFTERS 


“LITTLE SHORTY” VALVE LIFTER 

Provides safe, sure, fast spring compression on all L-Head, 
in-line engines using straight stem valves. This newly de- 
signed tool adjusts to spring diameter and keeps the end of 
the spring level at all times. No danger of slipping. Designed 
for years of hard shop usage. 

VT49 Length 9” Wt. 1% lbs. 


SpLit LOCK REPLACER 

A miniature ‘‘third hand’’ for holding and placing on the 
valve shaft any type of tapered split lock used in automo- 
tive engines. This tool positions the locks without hunting 
and keeps them in place while the valve spring is lowered. 


A real time and finger saver. 
V17 Wt. % lb. 


VALVE LIFTER REPLACEMENT JAWS 

VT21 — Small straight jaws. 7s”’ to 134” spring diameter 
capacity. Fits VT11-VT16 and VT17. 

VT22A — Offset jaws for ‘‘L’’ head engines. 1” to 2” spring 
diameter capacity. Fits VT11-VT16 and VT17. 

VT22C — Medium offset jaws especially designed for valve 
in head engines. 1” to 2” spring diameter capacity. Fits 
VT11-VT16 and VT17Z. 

VT23 — Large straight jaws. Spring diameter capacity 11/2” 
to 22’. Fits VT11-VT16 and VT17. 


UNIVERSAL “‘C’’ CLAMP VALVE LIFTER 

The most universal lifter ever manufactured for ‘'L'’ head 
and valve in head engines. Easily adjusted with a pin 
operated screw to valve spring length and powerful lever- 
age with a cam locking handle. Controlled one hand release 
gives the operator safe removal or replacement of locks. 
Packaged with VT21-VT22C and VT23 jaws. 

VT11 Height 1012” Width 934” Wt. 7 lbs. 

Spring Capacity 1” to 22” 


Extra LARGE ‘‘C’’ CLAMP VALVE LIFTER 

The extra width of this valve lifter makes it possible to work 
on ‘‘L’’ head or valve in head engines without removing the 
manifold. Controlled one hand release gives the operator 
safe removal or replacement of locks. Packaged with VT21- 
VT22C and VT23 jaws. 

VT16 Height 1012” Width 12” Wt. 9 Ibs. 

Spring Capacity 1” to 21/2” 


VALVE-IN-HEAD ‘‘C’’ CLAMP VALVE LIFTER 

A light weight but exceptionally sturdy lifter having power- 

ful leverage spring compressor. Pin operated screw adjust- 

ment. Safety controlled one hand lowering of the valve 

spring. Equipped with VT22C jaws. 

VT17 Height 994” Width 7” Wt. 6 lbs. 
Spring Capacity 1” to 2” 


COMPACT AND FOREIGN CAR “‘C’’ CLAMP VALVE LIFTER 

This valve lifter is especially designed for compact and 
foreign cars having small valve in head or ‘‘L’’ head engines. 
Light but rigid frame, cam locking handle and powerful 


_ leverage. Controlled one hand release of spring. Equipped 


with VT21 jaws. 
VT18 Height 62” Width 614” Wt. 4 Ibs. 
Spring Capacity 7” to 12” 


SMALL ENGINE ‘‘C’’ CLAMP VALVE LIFTER 

A rugged little tool for replacement of valve locks in small 

4-cycle air or water cooled engines. Pin operated double- 

pitch screw is fast to use, positive and safe. Packaged with 

two sets of jaws for maximum use. 

VT19 Height 5's” Width 3%” Wt. 2 lbs. 
Spring Capacity to 1Y6” 
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FINEST PISTON TOOLS gs 


PASSENGER AND LIGHT TRUCK RING COMPRESSOR 

Durable, long lasting piston ring compressors with 3/2” high 
compression band which takes all rings at once. Two tension 
bands eliminates flare-out when rings leave bottom of com- 
pressor. Self locking heavy duty ratchet. 

RC3 Capacity 2” to 5” Wt. % lb. 
RC5 Capacity 32” to 7”” — Truck Size Wt. 14 oz. 


MIDGET RING COMPRESSOR 

A special small compressor made especially for foreign cars, 
power mowers, diesel starters, air compressors and all 
small engines. 

RCO Capacity 112” to 3” Wt. 2 lb. 


SPECIAL V-8 RING COMPRESSOR 

Special piston ring compressor with one inch high compres- 
sor band. Can be used on many new V-8 engines with cut 
away piston skirts and closely grouped rings. Will not 
extend down around piston skirt. 

RC2 Capacity 21/2” to 5” Wt. 6 oz. 


GIANT RING COMPRESSOR 

This ring compressor has an overall height of 62” and four 
tension bands. Handles jobs where the gap from top ring to 
skirt ring is more than 312 inches. 

RC150T Capacity 342” to 7” Wt. 1% lbs. 


PISTON RING GROOVE CLEANER 

Removes carbon from ring grooves. Will not chatter, gouge, 
catch in oil holes or climb out of grooves. Comes equipped 
with two cutter wheels with the following blade sizes: %a’’- 
¥y 2!’ -Va"’-a2”"-No”’. 


RT5 Handles Piston Sizes from 2” to 5” Diam. Wt. 2 Ib. 


GASKET ALIGNING DOWEL SET 

Makes a fast, easy and accurate job of head gasket and 
cylinder head placement. Three dowels placed in the block 
give protection to gasket and three point head alignment. 
Retriever easily removes dowels after head bolts have been 
started. 

DS83 Complete Set Wt. 2 lb. 


Air OPERATED VALVE TOOL 

This set of Air Holds makes a simple job of repairing valves 
on all O.H.V. engines. No longer necessary to remove the 
cylinder head to change valve springs, install valve seats or 
replace valve spring inserts. Simply screw Air Hold into 
spark plug hole. Apply a direct supply of air. The air keeps 
the valve from dropping into the cylinder. 

1418 14 mm — 18 mm Wt. % lb. 


AUDISCOPE 

This revolutionary mechanical trouble shooter uses the doc- 
tor’s stethoscope principle. Quickly and easily pin points 
those troublesome hard to locate mechanical noises. 


TS30 Wt. 2 lb. 
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TAPPET ADJUSTING TOOL 

An inexpensive tool for quick adjustment of over-head tap- 
pets. Has notched end to prevent slipping. 

T2 Length 512” Wt. 2 oz. 


IGNITION POINT ALIGNING TOOL 
The best single tool for aligning points on Delco, Auto Lite 
and other distributors. Also has special end for adjusting 


heavy duty stationary points. 
PT5 Wt. % lb. 
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PRECISION CRAFTED SERVICE STATION EQUIPMENT 


DRIVEWAY SIGNALS — CREEPERS 


SUPERSONIC ELECTRIC DRIVEWAY SIGNALS 

The supersonic driveway signal is sensitive and dependable. 
Nothing to adjust, no relays or trarisformers. Will operate 
on up to 300 feet of round signal hose. Bell will not con- 
tinue to ring if car should stop on the hose and operates in 
all temperatures. Has clear ringing full 6” bell. 

El Signal as shown, less hose Wt. 4 lbs. 
E2 El Signal plus E19 connector assembly and E14 hose anchor Wt. 4%, Ibs. 
DRIVEWAY SIGNAL-TRANSFORMER TYPE 10 VOLT 

The KENNEDY E5 signal is a complete unit with 3” vibrator 
type bell. An economy type unit yet very sturdy and durable 
with a built in control switch. Complete with 25 feet signal 
hose and hose anchor end plug. 

E5 Wt. 6 lbs. 


DRIVEWAY SIGNAL-TRANSFORMER TYPE 16 VOLT 
Sct”: A precision made signal with full six inch gong. Built in 
KENNEDY E.7 control unit and 16 volt transformer. The large bell gives a 
loud, clear alarm. Complete with 40 feet of signal hose and 
hose anchor end plug. 


E7 Wt. 9 Ibs. 


Now ELectric Ain OPERATED DRIVEWAY SIGNAL 


This non electric signal is an efficient low cost unit that will 
provide years of good service. Will operate on up to 75 
feet of signal hose. Ideal for areas where fire inspectors are 
critical of electric units. Can easily be hung at the island 
since no electricity is needed. Has large 6 inch gong. Simply 
hang bell level, attach hose and the signal is ready for use. 
E41 Wt. 3 Ibs. 


DRIVEWAY SIGNAL PARTS AND ACCESSORIES LIST 


E10 10 Volt transformer for E5 

E14 Hose anchor end plug 

E16 16 Volt transformer for E7 

E18 Hose Y 

E19 _— Five feet aluminum connector assembly f 
E25 Round signal hose %” |.D., Ys”’ wall ee vac 
E36A_ Bell plunger assembly for El and E2 


HEAp’s-Up Creeper 

A light weight but sturdy creeper with adjustable head rest. 
Six position ratchet raises head and shoulders to comfortable 
working height. Equipped with 3” swivel rollers. A flick of 
the finger lowers head rest to flat position. 

CR5 2 per carton Wt. 30 lbs. 


STANDARD CREEPER 
This creeper has a frame made from kiln dried oak, strong 
plywood platform and full 3 inch swivel rollers. Has low bed, 
only 2% inches above the floor. Will withstand daily abuse 
and sharp impacts. 
CR1O 2 per carton Wt. 27 Ibs. 


CREEPER SEAT 

A time-saving, sturdy, easy-to-use mechanic's seat for those 
tiresome jobs such as brake work, fender dinging, under- 
fender work, valve work, etc. Platform extends forward — 
easy to see and reach tools. Plenty of space on platform for 
tools and can, or box for small parts. Equipped with easy 
rolling 3” swivel rollers. Height 12 inches. Seat 7 x 13 
inches. Tray 15 x 15 inches. 

CS! 2 per carton Wt. 33% Ibs. 


SWIVEL ROLLERS 

Equip your Cabinets, Benches, Old Creepers, etc., with the 
modern Swivel rollers. 3” roller of cast iron with sealed 
lubricant, for replacement on all Creepers with flat top 
bracket. Packed in attractive counter display carton. 


CRC51 Set of four rollers Wt. 3% Ibs. 
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Nut SitzZ—E RETHREADING TAP AND DIE SET 

A deluxe chaser tap and die set packaged in a deluxe wood cabinet. 
The six point single hex taps and dies can be used with wrench or 
socket. Especially designed for Fuel, Hydraulic and Oil fittings. Con- 
tains six each NF and NC taps and six each matching NF and NC dies. 
T66 Sizes Ys" Thru “6” Wt. 3 Ibs. 


TuBE FITTING TAP AND DIE SET 

Contains three each single hex taps and dies. Especially designed for 
use on Fuel, Hydraulic and Oil fittings. Can be used by hand, wrench, 
or socket. Set contains one each tap and die as follows: 2 x 20 - 
hex 24-%¥%e x 24. 

T33 Wt. 2 lb. 


SINGLE HEX TAP AND DIE SET 
An extremely popular automotive tap and die set. Contains 17 sizes 
of taps and dies plus the necessary wrenches and accessories. Box 
and tray are made from tough unbreakable Polyethylene. 

Tap And Die Sizes 


Machine Screw NC Or USS NF Or SAE Machine Screw NC Or USS NF Or SAE 
4x 36 “ve x 20 V4 x 28 10 x 24 rex 14 *e x 20 
6 x 32 Hex 18 Hex 24 10 x 32 Yax13 Vo x 20 
8 x 32 ¥ex 16 ¥yex 24 12 x 24 Ye’ Pipe NPT 

T606 Pack Individually Wt. 4 lbs. 


TAP AND Die SET 

A light weight, compact kit with a popular size range of taps, dies, 
handles and accessories. Thirty-nine tools in a sturdy unbreakable 
plastic case. Contains 17 each taps and dies plus necessary wrenches 


and accessories. Tap And Die Sizes 

Machine Screw NC Or USS NF Or SAE Machine Screw NC Or USS NF Or SAE 
4x 36 Ye x 20 “Va x 28 10 x 24 hex 14 "ex 20 
6 x 32 vex 18 “ex 24 10 x 32 Yax13 Y x 20 
8 x 32 Yex 16 Ye x 24 12 x 24 Ys'’ Pipe NPT 

T614 1” O.D. Solid Type Die Wt. 4 lbs. 


MASTER MECHANICS RETHREADING KIT 

Contains seven coarse, NC, and eight fine NF, six point nut size dies 
from Va" thru 3%’. Also contains X13 and X14 files for threads from 
9 to 32 threads per inch. Complete in polished wood cabinet. 
T1278 Wt. 2% lbs. 


RETHREADER Hex Die SETS 
Seven and eight piece rethreader single hex die sets for both coarse 
and fine threads. Six point dies can be used with wrench or socket. 


TC7 Seven Pieces '/4'’ Thru NC-USS Wt. 2 Ib. 
TC8 Eight Pieces 's"’ Thru %" NC-USS Wt. 10 oz. 
TF7 Seven Pieces /s’’ Thru “a” NF-SAE Wt. 2 Ib. 
TF8 Eight Pieces a" Thru 4” NF-SAE Wt. 10 oz. 
AX Le DIE 


An axle rethreading die that will do a fast job of restoring threads 
without removing the axle from the housing. Die is split for quick 
application and contains the following NF-SAE thread sizes. %” - 
Hy’ - Hel’ - 1" - 18" and 1%”. 

AD2 Length 11” Wt. 3 Ibs. 


Nu-THREAD FILES 

The time tested tool that does a fast, good job of restoring damaged 
threads on bolts, studs, axles or shafts of any diameter, right or left 
threads. Thread sizes clearly marked and makes an excellent thread 


gauge. 
X13 T.P.1. 11-12-13-14-16-18-20-24 Wt. 6 oz. 
X14 T.P.Il. 9-10-12-16-20-27-28-32 Wt. 6 oz. 


HiGH SPEED DRiLt SET 

This set contains thirteen drills from “ie” thru Ys’ by 64th. Packed in 
an attractive, light weight, unbreakable case. Every drill is instantly 
accessible and held firmly in place. 


$113 Wt. 2 |b. 


HIGH SPEED Dritt Set %4"’ SHANK 

A set of four drills with « inch shanks. Packed in an attractive plastic, 
snap-fastener case. All the power is delivered to the cutting edge 
since the shank can not slip in the chuck. 


S414 Sizes /6'-%8"'-/o-V2"’ Wt. 2 |b. 


Nut SPLITTING TOOLS 
The one universal nut-cracking tool. Will handle almost every size 
nut. Designed to operate in the tightest corners within seconds. 


TC9 Wt. 1% Ibs. 


A small and compact tool that will split nuts up to Y2’° automotive 
series or any nut 7s” across the flats. Body angle allows the mechanic 
to get into hard-to-reach places. Action is easy. So easy that guar- 
antee is void if power tools are used. 


TC10 Length 434" Wt. 1% lbs. 
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RETHREADING TAPS AND DIES - HIGH SPEED DRILLS 
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PRECISION CRAFTED CYLINDER HONES 






PASSENGER CAR - TRUCK - BUS - TRACTOR - INDUSTRIAL ENGINES 





ADJUSTABLE TENSION CYLINDER HONE — FLEXIBLE SHAFT 
Two fast cutting abrasive stones are combined with a felt 
oiler pad, all three inches long, to give smooth glaze break- 
ing action. Quickly adjusts cutting pressure to all size cyl- 
inders from 2” to 5%’. Can be operated with high or low 
speed drills. Controlled spring tension gives positive cutting 
action at all speeds. 
H 2 Capacity 2” to 5%” Wt. 1% lbs. 
H12 Set of 2 abrasive stones and 1 felt pad, 

3” long Medium grit. 
ADJUSTABLE TENSION CYLINDER HONE — FLEXIBLE SHAFT 
Same as H 2 hone but equipped with three quick change 
abrasive cloth for fast effective deglazing. Six sets of three 
cloths furnished with each tool. Can be converted to use 
abrasive stones. 
H 4 Capacity 2” to 5%” Wt. 1% lbs. 
H16 Six sets of three abrasive cloths 


LARGE CAPACITY CYLINDER HONE — ADJUSTABLE TENSION 
The wide range covered by this flexible shaft, abrasive stone 
deglazer, permits it to be used on automotive, truck, bus, 
tractor, industrial and air cooled engines. Adjustable tension 
assures controlled deglazing throughout its entire range. 
Equipped with two 4” long stones and one felt wiper. In- 
sures smooth cutting action. Operates with high or low 
speed electric drills. 
H 6 Capacity 2” to 7” Wt. 1% Ibs. 
H14 = Set of replacement stones and 1 felt pad, 

4” long Medium grit 


CYLINDER HONE — PRESET TENSION 
This flexible shaft deglazer is equipped with two 3” long 
abrasive stones and one felt wiper. The long resilient spring 
action forces the abrasive stones against the cylinder walls 
for proper glaze breaking. Cutting tension is always right. 
Flexible shaft can be operated with high or low speed elec- 
tric drills. 
H 8 Capacity 2” to 5%” Wt. 2 Ibs. 
H12 Set of 2 replacement abrasive stones and 

1 felt pad, 3” long 


CYLINDER HONE — PRESET TENSION — LARGE CAPACITY 

A larger model of the H 8, this hone is equipped with 2 four 
inch long abrasive stones and 1 felt wiper. The capacity of 
2” to 7” permits this deglazer to handle a wide range of 
jobs. Preset tension insures proper glaze breaking action. 
Flexible shaft can be used with high or low speed electric 
drills. 

H 10 Capacity 2” to 7” Wt. 1% Ibs. 
H14 = Set of 2 replacement stones and 1 felt pad, 

4” long, Medium Grit 


ABRASIVE STONE REPLACEMENT SETS 
H12 Set of 2 stones and 1 felt pad — 3” long. 
Medium Grit (Fits H 2 - H 4 - H 8 and H 10 hones) 
H14 = Set of 2 stones and 1 felt pad — 4” long. 
Medium Grit (Fits H 10 and H 6 hones) 
BH 63-1 Set of three stones for BH 63 and 
BH 63 F — Medium Grit 
BH 63-14 Set of three stones for BH 63 and 
BH 63 F — Fine Grit 


BRAKE CYLINDER HONE 

A fast and convenient tool with wide range, flexible joint 
drive and adjustable cutting tension. Designed for brake 
cylinders and recommended for resurfacing small motors up 
to 22” bore. 

BH 63 Capacity %4” to 2%” Wt. Y% lb. 
BRAKE CYLINDER HONE — COMPACT AND FOREIGN CAR 

Two bladed hone for servicing foreign cars and compacts. 
Has adjustable cutting tension and flexible drive shaft. 

BH 63 F Capacity 17 mm thru 2%” Wt. Y% Ib. 
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TUBE CUTTER 

Designed for efficiency and economy, this tool will cut any copper, 
brass, bronze or similar tubing from “s" to 1” in diameter. Heat- 
treated, tool steel cutter wheel has razor edge to insure a clean cut. 
Reamer constructed to set flush against tool when not in use, and 
turns to 9O° angle during reaming operation. 

TC 5 Wt. % lb. 
TSA Cutter wheel only 

TUBE FLARING TOOL 

Hinge-type flaring tool handles all copper, aluminum and soft steel 
pipes efficiently. Hardened cone-shaped point flares tube quickly and 
assures a smooth accurate fit. Capacity %16" to %” inclusive. Sizes 
clearly stamped on tool. 

FT 5 Wt. 2 Ibs. 
TUBE BENDING SET 

Consists of three sizes 4’, “%6’’ and ¥%’’. This spring type bender is 
an efficient, low cost tool for bending tubing by hand, to any desired 
shape, without collapsing the tube. The belled end assures easy re- 
moval of the tool after the bend has been made. Sold as a set only. 
TB 3 Wt. Y% lb. 
ADJUSTABLE TUBE BENDER 

A strong lightweight and compact tube bender that gives accurate 
bends without deforming or marring tubing. Positions quickly on tub- 
ing and handles those hard to get at jobs. A real time saver. 

TB 2 Capacity Ye’ thru ¥%’’ O.D. Tubing Wt. “% lb. 
RIGID CARBURETOR TOOL 

This extra long tool has a shielded bit for ease in locating it on 
adjustment screws. 45° angle makes adjustments easy. 

C 40 Length 2012” Wt. 6 oz. 


RiGiD DistRIBUTOR POINT TOOL 

This 22” point adjusting tool has the extra length and 45° angle to 
handle the difficult jobs. Service end has vs’ hex wrench for adjust- 
ing distributor points in late model GM products. 

C 41 Length 22” Wt. 7 oz. 


ADJUSTABLE MAGNETIC PICK-UP TOOL 

Tool has a permanent Alnico magnet head that will last for years. 
The flexible head makes a 240 degree arc and the handle adjusts 
from 16” to a long 2612” open. 

927 Adjustable Wt. 5 Ibs. 
CIRCUIT TESTER 

A compact tool for checking all circuits on automotive, marine or 
aviation products. With power on, an easy check can be made of 
head lights, directional signals, tail lights, generator wires and distrib- 
utor point setting. Can be used on all AC or DC wiring up to 20 volts. 
TS 10 Wt. 6 oz. 
SELF POWERED CIRCUIT TESTER 

This unit similar to TS 10, tests circuits with power off. Two batteries 
included with unit provide necessary power. Tests condensers, coils, 
fuses, switches, armatures, distributor, breaker points and voltage 
regulators. Extremely useful for electricians, mechanics, and televi- 
sion and radio repair men. 

TS 8 Wt. 7 oz. 
BATTERY BOOSTER CABLES 

A must for all owners of battery started equipment. For use on 6 or 
12 volt systems. The cables are made from 6 gauge copper wire and 
feature large jumbo size spring clamps, plastic covered. Light weight 
and flexible. 

10C Length 10 Ft. Wt. 41 Ibs. 
12C Length 12 Ft. Wt. 5 lbs. 
POCKET MAGNETIC PICK-UP TOOL 

A powerful Alnico magnet gives years of service and strong pulling 
power. Strong clip holds tool in pocket. 

906 Individual tool Wt. 1 oz. 
906 D 12 tool display Wt. 12 oz. 
SCREW STARTERS 

Time saving answer to starting short screws in tight places. Starts or 
removes all size screws. Grips inside screw slot with 15 pound pull. 
Aluminum handles for regular work. Nylon handles for electricians. 


125A Aluminum handle Length 2/2” Wt. 1 o2. 
127A Aluminum handle Length 5” Wt. 2 o2. 
129 A Aluminum handle Length 9” Wt. 4 oz. 
129 D 12 tool display — 4 of each size above Wt. 10 oz. 
130 N Nylon handle Length 21/2” Wt. 2 072. 
132 N Nylon handle Length 6” Wt. 1 oz. 
134N Nylon handle Length 9” Wt. 1 oz. 
134 D 3 tool display — 1 of each size above Wt. 5 oz. 
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METAL SAWS — MUFFLER TOOLS — STEEL STAMPS 


JAB SAW 

Special saw made for working inside holes and reaching into tight 
spots. Patented blade clamping action holds blade in any position. 
With blade rigidly held as shown, saw will reach 6 inches into a %4” 
hole. Blade can be extended 10 inches further. With blade extended, 
saw cuts flush. 


45 Individually boxed Wt. 1 Ib. 


Low Boy Hack SAW 

The extremely low clearance incorporated in this saw allows it to get 

. into tight spots. Has die cast zinc handle and solid steel back-bone. 

Secu, Ut UaceRial Throat depth is adjustable and blade is held firmly to prevent turn- 
14 ing and blade breakage. 


55 Individually boxed Wt. 1 Ib. 


TUBULAR HACK SAW 

The one hack saw that out performs them all. Blade holding method 
SAWS FULL BLADE eliminates all blade twist or wobble. Blade is held firmly by use of 

ee ee 7 OPENING met tension wheel. This keeps blades cutting straight and keeps them 

sharp. No wing nuts allow saw to cut completely down to a surface. 

Comfortable handle and front end grip. Blade storage chamber in 

tube. 

350 Overall length 16 inches with 12 inch blade Wt. 1% lbs. 


STEEL STAMPS-FIGURES AND LETTERS 

Made from high quality steel with deep clear impressions. Anti- 
mushroom hammer end and anti-chip characters. Available in %2 
inch, %6 inch and Y% inch sizes. Letter sets contain 28 characters 
including ‘‘&'’ and a period. Figure sets contain nine numbers from 


O to 8. The 6 is also used for the 9. 


F 2 542"’ Figure Stamp Set Wt. 2 lb. 
F %e %6'’ Figure Stamp Set Wt. 14 oz. 
FV Ya" Figure Stamp Set Wt. 18 oz. 
L %2 542”’ Letter Stamp Set Wt. 1% Ibs. 
L He Ho’ Letter Stamp Set Wt. 2% lbs. 
L% Ya" Letter Stamp Set Wt. 3% lbs. 


Individual stamps available. Specify size and character need. See price list 
for S %42-SVHse-S “%. 


MUFFLER AND TAILPIPE RE-SIZING TOOL 

Hardened steel rollers adjust to pipe size and roll out nicks, dents 
and clamp rings with a few easy turns. Makes assembly easier and 
insures a gas tight fit. The best tool of its kind ever produced. 


K 10 Wt. 1% lbs. 


MuFFLer Pipe Cut-OrF TOOL 

This cutting tool is constructed to keep positive alignment of cutter 
wheels. Adjustable cross bar keeps cutter wheels at right angle to 
pipe. Positive size adjustment. Cutting wheel shape makes cutting 
complete and positive. Results in a neat smooth finished job. Four 
cutting wheels means only a quarter turn gives a complete 360° cut. 


K 20 Wt. 1 Ib. 


Door HANDLE SPRING PLIER 

An improved door handle tool having long, thin strong jaws made 
from high grade spring steel. This tool will roll out door handle 
springs with ease. Designed for use on General Motors cars pro- 
duced since 1933 and all Fords since 1951. Plated. 


K 35 Wt. % Ib. 


Door HANDLE REMOVER 

This tool is specially designed to release the spring clip on late model 
Chrysler products. The raised edge engages the spring clip retainer 
by forward movement. The handles are then released for easy re- 
moval. Cadmium plated. 

K 36 Wt. 2 Ib. 


Auto Bopy SLIDE HAMMER 

Creases and body dents can be straightened with this tool without 
disturbing upholstery, headliners or body hardware. Holes are drilled 
in damaged area and hammer is screwed into holes. Slide hammer 
does an effective job of straightening body. Guaranteed. 


550 Length 19” Wt. 2% Ibs. 
RADIATOR HOSE CLAMP PLIER 

The forged jaws of this plier grasp spring clips securely. Adjustable 
chain link lock holds clamp in position. Forged from alloy steel with 
knurled handles. Chrome plated. 

HC 4 Length 9” Wt. 2 lb. 
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PRECISION CRAFTED 


MECHANICS TOOLS 


UNIVERSAL JOINT TOOL 

Every garage, service station and lube rack should not be without 
this tool. Universal joint removal and replacement now becomes a 
one man job. This tool actually takes the hard work of U-Joint servic- 
ing. Pulls (and replaces) the trunnion bearing cups with no hammer- 
ing or damage to bearings. Worn U-Joints cause damage to 
transmissions, drive shafts and differential. Service your customers 
better by avoiding costly repairs later. Replace that worn U-Joint in 
20 minutes. 

UJ 5 Complete with instructions Wy}. 3 Ibs. 


4 IN 1 WHEEL WEIGHT REMOVING TOOL 

With simple ease, this tool removes wheel weights from rims regard- 
less of make or model. Forged hammer head is made right for driving 
on weights or knocking dirt from rims. Special forged end for remov- 
ing modern hub caps and rubber head replaces the hub cap without 
damage. The one wheel weight tool for service stations, garages, 
tire service shops and anyone balancing wheels. 


91 Wt. 1% lbs. 


Olt FitteER WRENCH — UNIVERSAL 


Because of the special design of this wrench, the operator is able to 
remove the disposable type oil filters from all late model cars and 
trucks and many older models. A positive, serrated, non slip grip 
removes the most stubborn filter without crushing it. Handle is long 
enough for plenty of leverage. Rugged construction. 


315 B Wt. % lb. 


UNIVERSAL BATTERY CARRIER 

This easy to use carrier is specially designed to handle all batteries, 
large or small, six or twelve volt. Adjusts to battery size quickly and 
easily with a positive locking leverage. Lifts by the battery case 
thereby eliminating possible damage to terminals. Slip proof-neo- 
prene rubber pads prevent damage to batteries through dropping. 
553 Wt. 2% Ibs. 


The Kennedy line of Flat Chisels and Punches is forged from the finest 
alloy steel. The long taper of each tool adds extra life. These superior 
quality, bright finished tools are available in open stock or in sets. 


FLAT CHISELS 

C1 Stock Size ¥%” Length 42” Blade Width 76” Wt. 2 oz. 
C2 Stock Size ¥2’" Length 5%2”" Blade Width %6” Wt. 4 oz. 
C3. Stock Size %” Length 6/2” Blade Width %” Wt. 9 oz. 
C4 = Stock Size %4” Length 72” Blade Width 7s” Wt. 1 Ib. 
c4s Complete set of 4 chisels as shown Wt. 2 lb. 


PIN PUNCHES 
PP 1 Stock Size ¥%”’ Length 4%2’’ Point Size %6” Wt. 2 oz. 


PP 2 Stock Size ¥%” Length 5” Point Size %2” Wt. 2 oz. 
PP 3 Stock Size ¥%”” Length 5%’ Point Size Ys” Wt. 3 oz. 
PP 4 Stock Size ¥2” Length 5%” Point Size %2” Wt. 4 oz. 
Drift PUNCH 
DP 1 Stock Size %” Length 7” Point Size Vs" Wt. 3 oz. 
CENTER PUNCH 
CP 1 Stock Size 2" Length 6” Point Size V4” Wt. 5 oz. 
PUNCH SET | 
DP 5S Contains one each PP 1, PP 2, PP 3, PP 4 and 

DP 1 As Shown Wt. % lb. 


COMBINATION PUNCH AND CHISEL SET 


C55 Contains one each C1 and C2 Chisels, PP 1 and 
PP 2 Pin Punches and CP 1 Center Punch - Wt. 1 Ib. 


SHOP KING BENCH VISES 


A sturdy vise for garage or service stations. Has drop forged pipe 
jaws, positive lock swivel base and heavy steel sliding bar. Jaws are 
replaceable. 


633 V2 Jaw Width 3/2” Opens 4” Wt. 16% lbs. 
634 Jaw Width 4” Opens 41/2” Wt. 24 Ibs. 
636 Jaw Width 6” Opens 51/2” Wt. 42 Ibs. 
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PRECISION CRAFTED AIR GAGES 





INFLATOR — PENCIL — SERVICE — LOW PRESSURE 


INFLATOR GAGE 

This inflator gage is ruggedly built to withstand every day use and 
continued exposure to the elements. Has large, easy to read white 
nylon indicator bar with black numbers. Designed purposely to elimi- 
nate the lens that fogs up and makes the gage useless. On the spot 
repairs can be made by the replacement gage cartridge and the re- 
placeable valve. Comes equipped with dual head air chuck. 


A100 _Inflator Gage with Dual Head Chuck Wt. 1% Ibs. 
A102 Replacement Valve Cartridge Wt. 2 oz. 
A104 Replacement Gage Wt. 3 oz. 


A106 Hose Whip Assembly — Dual Head Chuck Wt. 10 oz. 
A108 Hose Whip Assembly — Single Head Chuck Wt. 6 oz. 
A110 Hose Whip Assembly — Clip-on Chuck Wt. 10 oz. 


PENCIL TYPE TIRE GAGES 

KENNEDY pencil tire gages are all equipped with easy to read white 
nylon indicator bars. They are accurate, durable and dependable. 
Each gage is specially designed for a specific job. Chrome plated 
with strong pocket clip. 


A112. Pencil type passenger car tire gage with white nylon indi- 
cator bar and black number. Calibrated 5 to 50 lbs. in 1 
Ib. units. 

Standard package 10 Wt. 1% lbs. 


Pencil type truck tire gage. Has white nylon indicator bar 
with black numbers calibrated from 20 to 120 lbs. in 2 lb. 
units. 

Standard package 10 Wt. 1% lbs. 


Pencil type multi-purpose tractor tire gage. Used on air and 
water filled tires. Has white nylon indicator bar with black 
numbers calibrated from 5 to 50 lbs. in 1 Ib. units. 

Standard package 10 Wt. 1% lbs. 


Universal service gage with 6” dual head chuck extension. 
Has white nylon indicator bar with black numbers calibrated 
from 10 to 120 lbs. in 2 lb. units. Wt. 2 lb. 


Extra low pressure pencil type tire gage. Especially useful 
for air lifts. Has white nylon indicator bar with black num- 
bers calibrated from 1 to 16 lbs. in 2 lb. units. 

Standard package 10 Wt. 1% Ibs. 


Dua. HEAD Air CHucK — Direct Air LINES 

This chuck is designed to be used on direct air lines only and will not 
work properly on automatic inflator gages such as our A 100. Espe- 
cially good where an inflator gage is subject to extreme abuse. 


A122 %” male pipe threads 
Standard package 10 Wt. 3% lbs. 


Air CHUCK 
KEN Brass air chuck for any air line application. Sealing type chuck, not 
i for use with inflator gages. 


A 124 Standard package 10 Wt. 1 lb. 


Cuip-ON AiR CHUCK ADAPTER 

Fits any standard single head chuck. Remove screw in nut and replace 
with the clip-on adapter. Holds chuck on valve during inflating 
process. Especially good for inflating truck tires that are mounted 
with a lock ring. Keeps operator away from deadly flying lock rings. 
Any gage used to inflate truck tires should be equipped with this 
safety feature chuck. 


A 126 Standard package 10 Wt. % Ib. 


TIRE TREAD DEPTH GAGE 

With this attractive, easy to use tread depth gage dealers can im- 
mediately tell the amount of life remaining in a tire for either trade- 
in allowance or warranty replacements. Used car dealers can keep 
an accurate inventory of tire life on cars. Gage features a large tread 
platform for car or truck tires and handy pocket clip. 


A 128 CALIBRATED BY 32nds Wt. 5 oz. 
A129 CALIBRATED BY PERCENTAGE Wt. 5 oz. 
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CALIBRATED 
BY 32nds 


CALIBRATED 
BY PERCENTAGE 






Wherever water must be controlled at the point of discharge, 
the KENNEDY filler faucets serve the purpose. Especially 
good for service stations, garages, farms, factories and 
home use. 


¢« No Drip ¢ Positive Lever Control 
¢ Full Flow « Neoprene Rubber Spouts 
e Long Spout e Rugged Construction 


FILLER FAUCETS — RIGID SPOUT 

Rubber covered rigid spout with alloy metal body. Oil and 
alkali resistant, non drip full flow spout. 

A2 V4’" female pipe thread Wt. 6 oz. 


Same as A 2 faucet but with 34” female garden hose thread. 
A4 34’’ garden hose thread Wt. 9 oz. 


FILLER FAUCETS — FLEXIBLE SPOUT 


Heavy duty neoprene rubber spout. Fully flexible for reach- 
ing hard to get at spots. Has alloy metal body. Will not mar 
or scrape painted surfaces. 


A6 Y4"’ female pipe thread Wt. 2 lb. 


Same as A 6 but with 34” garden hose thread. 
A8 ¥4’’ garden hose thread Wt. 10 oz. 


WATER NOZZLES 


The extra length of this nozzle makes it convenient and easy 
to use. Will not tire the hand when held for long periods of 
time. Simply bend the hose and the water flows. Release, it 
stops. Has large opening for full volume of water. 


A114 Length 82”  %” garden hose thread Wt. % lb. 


Same as A 14 but with small hole for high pressure water 
flow. 
A116 Length 842” 4” garden hose thread Wt. % lb. 


An exceptionally good nozzle made 


especially for filling radiators. Similar to 
A 14 and A 16 but shorter in length.Large opening for full 
water flow. 

A118 Length 6” %” garden hose thread Wt. % lb. 


Same as A 18 but with %” female pipe thread. 
A 20 Length 6” Wt. VY lb. 


Replacement flexible spout and valve. Can be used as re- 
placement on A2-A4-A6 and A 8 filler spouts. 


A 10 Replacement spout Wt. 2 oz. 
A 22 Replacement valve for A 2-A 4-A 6-A 8 Wt. 2 oz. 


A 24 Rubber bumper ball — %” tapered hole 


— for air and water hose Wt. Y% lb. 
A 26 Rubber bumper ball — 2” tapered hole 
— for air and water hose Wt. % lb. 
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PRECISION CRAFTED FILLER FAUCETS 






























= RCT TELL) PRECISION CRAFTED BLO-GUNS — QUICK COUPLERS 


BLo-GuNns 

A ruggedly constructed blo gun with hang up type handle. — 
Indispensable for cleaning fuel and oil lines, air cleaners, 
drying out wet ignition systems and spark plugs. Ideal for 
industrial use in chip removal. Two speed valve for light and 


heavy blast. 
A 30 V4’ female pipe thread Wt. 6 oz. 
A 31 Replacement valve for A 30 Wt. 2 oz. 


Lever type blo gun with extension. Nestles in the hand with 
lever always in position for immediate action. Extension 
makes easy work of the hard to get at places. Precision 
made for long life. 


A32 '%4" female pipe threads Wt. 6 oz. 
A 34 Same as A 32 but with bent extension Wt. 6 oz. 


SIPHON TYPE BLO-GUNS 

A specially designed gun for cleaning small parts with a 
mixture of air and solvent. Can also be adapted to com- 
pletely remove the air from tubes on passenger car or trucks 
thereby making easy removal of the tube from tire casing. 


A36 4" female pipe thread—Short extension Wt. 6 oz. 
A38 Same as A 36 but with long extension Wt. 7 oz. 


Quick COUPLERS AND PLUGS 
KENNEDY couplers and plugs are guaranteed to be air 
tight. The push-pull action is fast and built in shut-off valve 
seals the line when plugs are disconnected and opens line 
when connected. Swivel construction prevents hose kinks. 
A 40 Female Coupler Body 4” I.P.T. Wt. 2 oz. 
A 42 Male Coupler Body %” I.P.T. Wt. 2 oz. 
A 44 Male Coupler Plug %”’ I.P.T. Wt. 1 oz. 
A 46 Female Coupler Plug “%”’ I.P.T. Wt. 1 oz. 
A48 A40 and A 44 Assembled as Unit Wt. 3 oz. 
Coupler Standard Package 6 per box — Coupler 
Plug Standard Package 10 per box. 
A 50 Male Hose end for ¥”’ inside diameter 
hose Wt. 1 oz. 


2 A 52 Hose Mender for 4” inside diameter hose Wt. 1 oz. 


A 54 _ Hose Repair Kit — Contains One A 50 - 
One A 52 - One A 124 and three A 56 
hose clamps Wt. VY |b. 


A 56 Hose Clamp %” O.D. Hose Wt. 1 oz. 


REUSABLE SCREW-IN HOSE FITTINGS 

Heavy solid brass fittings machined for accurate fit. Positive 
grip, will not blow off and made to fit %’’ O.D. by %” I.D. 
hose. Stem screws into hose sleeve and does away with 
ferrules, special crimping devices and hose clamp. Assures 
air tight splice wherever air hose is used. 


gM cscs ” =, | A58 ‘4 Male Pipe thread — Standard 
ean Se Package 10 Wt. 1% lbs. 
.  _ A60 4" Female pipe thread — Standard 
Package 10 Wt. 1% lbs. 


A62 %'' 1.D. %’’ O.D. with hose coupling — 
Both ends — Standard Package 10 Wt. 1% lbs. 


BLO-GUN AND FILLER FAUCET DISPLAY 

This is a large, dispensing type display that catches the eye 
and stimulates impulse buying. Can be hung or has easel 
back for counter display. Dispenses one each of the following: 





A 30 Blo-Gun A2_ Filler Faucet 
A 32 Blo-Gun A4 Filler Faucet 
A 34 Blo-Gun Aé6é_ Filler Faucet 
A 36 Blo-Gun A8_ Filler Faucet 
A 38 Blo-Gun A 14 Water Nozzle 
A 31 Replacement Valve A 18 Water Nozzle 


A 22 Replacement Valve 
A 26D Display Complete with thirteen pieces Wt. 61 lbs. 





Each tool outlined against 
a red background. Size 12”x24” 7 B 





BRAKE SPRING PLIERS 

These brake spring pliers are designed for fast, safe re- 
moval or installation of return springs. Heavy enough to 
handle large or small springs. BSP32 has special socket for 
Bendix type brakes. 

BSP31 Length 1312” Wt. 14 oz. 
BSP32 Length 132” Wt. % lb. 


BRAKE SPRING COMPRESSOR 

The X12 spring compressor is a must for safe removal and 
installation of brake shoe hold-downs. Featured is a large 
opening for full vision. 


X12 Length 6” Wt. 2 lb. 


BRAKE ADJUSTING TOOLS 

As universal a brake adjusting tool as is possible to make. 
This tool will handle 90% of all brake adjustments. 

X6 Length 9” Wt. % lb. 


A special designed tool with one end angled for ample 
clearance on Buick and Pontiac. Extra long for those deeply 
recessed star nuts. 


X5 Length 9” Wt. VY% lb. 


Brake star nut adjusting tools. Forged from alloy steel and 
chrome plated. 

X2 Spoon Width 2” and %” — Length 8” Wt. % lb. 
X3 Spoon Width %” and %” — Length 9” Wt. 6 oz. 


BRAKE SPRING TOOLS 

Brake spring tool for Bendix and other brakes using a spring 
that hooks over a post. Socket end removes spring and the 
opposite end replaces spring. None better for removing and 
installing return springs. 

X10 Wt. 6 oz. 


This handy tool is made to service all brakes that use a 
spring that hooks into a hole in the brake shoe. Knob end is 
used to remove brake return spring, opposite end is used for 
replacing springs. 

X8 Wt. 2 lb. 


CHRYSLER HAND BRAKE TOOL “‘NEwW DESIGN” 

Chrysler hand brake wrench is offset to handle all models 
from 1960 and will continue to service Chrysler products 
from 1950 thru 1959. 

X7 Length 4” Wt. 10 oz. 


BRAKE CYLINDER HONES 

A fast and convenient tool with wide range, flexible joint 
drive and adjustable cutting tension. Designed for brake 
cylinders and recommended for resurfacing small motors up 
to 22" bore. 


BH63 Capacity %4”’ to 21%” Wt. VY lb. 
BH63-1 Medium Stone Set 
BH63-14 Fine Stone Set 


Two bladed hone for servicing foreign cars and compacts. 
Has adjustable cutting tension and flexible drive shaft. 


BH63F Capacity 17 mm thru 24” Wt. % lb. 


BRAKE SERVICE KIT 


With the tools supplied in this convenient kit, most any serv- 
ice center becomes a brake center. Contains one each X6, 
X10, X12, X8 and X10 bleeder and adjusting box wrench. 


XK5 Wt. 1% lbs. 
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CIRCULAR MIRROR 
Circular telescopic mirror. Mirror is 2%’ in diameter. Closed 


length 10” — extended length 14”. 
M2 Std. Pkg. 12 Wt. 3% lb. 


OVAL MIRROR 
Oval pocket mirror size 1” x 2”. Overall length 82”. 


M4 Std. Pkg. 12 Wt. 1% lb. 


RECTANGULAR MIRROR P 
Rectangular telescopic mirror size 2% x 32’’. Closed 


length 11%”, extended length 15%”. 

M6 Std. Pkg. 12 Wt. 4" lb. 
SPARK TESTING SCREW DRIVER 

Spark plug testing screw driver. Neon tube in the handle of 
this thin bladed screw driver instantly tells the condition of 
the spark plug. Insulated shock-proof handle. 


SD1 Std. Pkg. 12 Wt. % Ib. 


Hex KEY WRENCH SETS 
The 7P hex key knife wrench set is designed to be carried in 


the pocket for immediate use. Has seven wrenches to fit 
recessed head screws from %” to 3’. Designed to permit 
180° swivel without removing wrench from screw. 

7P Sizes - .050-Yi6-%4-%2-Ve-2-/6 Wt. 3 oz. 
7PK (Display of 12 Tools) Wt. 2% lbs. 
Eleven piece hex key wrench set packed in an attractive 
durable red plastic pouch. Wrenches are bright plated for 
eye appeal. Sizes - .050-1/1 6-5 /64-3/32-1/8-5/32-3/16- 
7 /32-1/4-5/16-3/8. 

H11S Wt. 2 lb. 


This eighteen piece combination hex key set is designed to 
handle 99% of the hex screw requirements. Nine short arm 
series — .050-1/16-5/64-3/32-1/8-5/32-3/1 6-7 /32-1/4. 
Nine long arm series — 5 /64-3/32-1/8-5/32-3/16-7/32- 
1/4-5/16-3/8. 

H18S Wt. 1 lb. 


SCREW EXTRACTOR SETS 
Screw extractors for removing broken screws, bolts, studs 


and pipes. Scientific heat treatment of tough alloy steel 
makes these screw extractors practically unbreakable. 


20P Contains sizes 2-3-4-5 Wt. % |b. 
35P Contains sizes 1-2-3-4-5 5 oz. 
CANSPOUT 


Canspout for dispensing from sealed one or five quart cans. 
Has automatic no-leak vent with hardened steel replaceable 


cutter. 
5S Length 812” Wt. lb. 


POINT FILES 
These high quality double cut tungsten point and ignition 


files easily get down between the breaker points and do 
their job quickly and effectively. Sold on display card only. 


PF12 12 Tool Display Wt. “% Ib. 


Screw Driver Set — 7 Pc. 

A seven piece set of wood handled screw drivers having 
square bits firmly held in the handle by heavy steel ferrules. 
Overall lengths as follows: 4%2”-5%4"-7%"-11"-11 Y2""- 
1394-15” 

WS7 Sold as a set only Wt. 1% lbs. 
MECHANICAL FINGER 

Flexible mechanical pick-up tool. Can be bent up to 90° 
without springing back. Hundreds of uses for mechanics, 
electricians, plumbers and hobbyists. 

F715 Length 15” Wt. Y% lb. 


Mechanical pick-up tool extra long for those hard to reach 
spots. Flexible for easy handling. 
F724 Length 24” Wt. % lb. 
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KENNEDY offers a complete line of deflecting beam torque 
wrenches to handle smail and large jobs alike. Today's 
modern equipment is engineered for precision torque con- 
trol. Every mechanic, even the old timers with their years of 
experience, find that they must have a torque wrench to turn 
out an accurate job. 

TORQUE SCREWDRIVER — RANGE O-50 INCH-POUNDS 

A screwdriver type torque wrench for vertical torque tighten- 
ing and in those areas where a conventional type torque 
wrench can not be used. Especially designed for low range 
tightening in inch pounds. Has large easy to read dial and 
contains thrust bearings to minimize friction for a more accu- 
rate reading. Comes complete with slotted bit, recessed bit 
and 4’’ square drive adapter as shown. 

WT 5 Wt. % lb. 
Range 0-50 In.-Lbs. Graduations 2 In.-Lbs. Length 10” 
TORQUE WRENCH — RANGE 0-60 INCH-POUNDS 

This is the mechanics wrench and is designed for use on 
automatic transmissions including band adjustment, power 
steering and precision bearing applications. Has easy to 
read scale and is built to withstand real abuse and still re- 
main accurate. Has ¥” square drive service. 

WT 60 Wt. 2 lb. 
Range 0-60 In.-Lbs. Graduations 2 In.-Lbs. Length 12” 


UNIVERSAL TORQUE WRENCKA — RANGE 0-175 FooTt-POUNDS 
This light weight but durable wrench will retain its accuracy 
despite rough usage. Is ideal for torquing in narrow and 
confined spaces. Less than one inch handle movement gives 
maximum reading of 175 foot-pounds. 2 inch drive is 
reversible for easy dial reading in any position. Wrench dial 
is large and features a lazy arm which holds highest torque 
reading until reset either left or right. Double bars are high 
grade alloy, accurately heat-treated to permanently retain 
tension. Has 2” square drive service. 

WT 175 Wt. 2% lbs. 
Range 0-175 Ft.-Lbs. Graduation 5 Ft.-Lbs. Length 19” 
POPULAR ROUND BEAM DEFLECTING TORQUE WRENCHES 

These round beam torque wrenches are moderately priced 
and feature compact design as well as guaranteed accuracy. 


* Easy to use as any socket * Accurate use of adapters and 
wrench extensions 

* Easy to read scales legible * Guaranteed accurate within 
from all angles 2% maximum scale for life 

* Compact head gets into close * Rugged construction 
quarters 


MECHANICS ROUND BEAM TORQUE WRENCHES 
The two-torque-wrenches most widely used by the mechanic. 


are the 100 and 150 foot pound capacity wrenches. Espe- 
cially popular for cylinder head, manifold, main bearing and 
connecting rods for automotive, truck, bus, tractor, sports 
cars, etc. The 200 foot pound wrench is recommended for 
heavy truck, tractor and off the road equipment. WT 50 - 50 
foot pound wrench is popular for small bore engines, wheel 
bearings, oil filters, automatic transmissions and manifold 
bolt applications. 


Gradu- Max. 
Torque ations Pull Square Overall Shipping 
Capacity Intervals Pounds | Drive Length Weight 
= ¥/’ 


0-50 Ftlbs.}| 2% Ft.Llbs.| 13%6” 1% Ibs. 
WT-100} 0-100 Ft.Lbs.} 5 Ft.Lbs. 16'Yie” 2 Ibs. 
WT-150} 0-150 Ft.Lbs.} 5 Ft.Lbs. 16'Yi6” 2% Ibs. 
WT-200} 0-200 Ft.Lbs.}| 10 Ft.Lbs. 2% Ibs. 






































The inch-pound low range torque wrenches are popular for aircraft as well as band adjustments on automatic 
transmissions, power steering and bearings. 


Gradu- Lever Max. 
=e | Slele |e 
No. Capacity Intervals Length Pounds Length: Weight 
0-100 In.Lbs. 96" 11.0} %’ | 10%” % |b. 
0-200 In.Lbs. 10%” 19.9] % | WMY6” % |b. 


0-300 In.Lbs. 12% 6” 14%" 1% Ibs. 






















10 In.Lbs. 
12% In.Lbs. 





*Torque wrenches recommended for servicing new alumi- 
num engines on Dart — Lancer — Corvair — Buick Special 


— Olds F85 — Rambler Six. 
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PRECISION CRAFTED TORQUE WRENCHES 


UNIVERSAL, LIGHT WEIGHT — FOR CARS AND TRUCKS 


Pivoted Handle 


a Precision Finished Element Insures 


Permanent Accuracy 












PRECISION CRAFTED TORQUE WRENCHES 


DEFLECTING BEAM TYPE 


COMBINATION IN. LB. AND FT. LB. TORQUE WRENCH 

e DESIRED TORQUE CAN BE PRE-SET — Wrench produces 
both an audible signal and ‘‘feel impulse’’ when pre-set 
torque is reached. 

e COMBINATION INCH-POUND AND FOOT-POUND 
SCALES — Two wrenches in one. 

e STAY-SET INDICATOR RETAINS HIGHEST APPLIED 
TORQUE. 

e CAN BE USED AS ORDINARY WRENCH by turning pre- 
set collar to its non pre-set position. 

oes ee | eee 

2 Ibs. 

3 Ibs. 

5% Ibs. 

10% lbs. 






Adjustable Collar Quickly 
Presets Desired Torque 


























1434”” 
2354’ 
321% 6” 


RIGID FRAME — DIAL TYPE TORQUE WRENCHES 

Rugged wrenches for those heavy duty tightening jobs. 
These special wrenches are designed for heavy truck and 
off-the-road equipment. Extremely accurate and sensitive but 
built for heavy duty service. Ideal for use on railroads, 
marine equipment, power plant turbines, refineries, industry 


and oil fields. 
Square Overall Shipping 
Model No. Range Graduations Drive Length Weight 


WT 600 0-600 Ft.-Lbs. | 10 Ft.-Lbs. | %” | 44” 7 Ibs. 
WT 1000 | 0-1000 Ft.-Lbs. | 25 Ft.-Lbs. WW | 51% | 22% Ibs. 


FLEXIBLE DRIVER Kit — 4” DRIVE 

A complete kit of tools for adjusting carburetors — starting and re- 
moving screws — nut tigthening or loosening by using '4” drive 
sockets and retrieving lost parts. The 312” flexible section of the 
driver permits bending of the driver for reaching those hard to get at 
spots. Turning action is accomplished by turning the handle end. Has 
a million uses for mechanics, service stations and home repairmen. 


C50 Kit complete Wt. % lb. 


CHEVROLET REAR BRAKE DRUM PULLER 

This pair of bars is specially designed for freeing frozen brake drums 
from axle flanges on Chevrolets from 1940 to date. This tool elimi- 
nates the need for using heat and causing possible distortion of the 
drums. Each bar is driven into holes between drum and axle flange 
on opposite sides of the axle. Removal is accomplished by an out- 
ward rocking motion. Every brake service center can not afford to be 
without this tool. Used only in pairs. 


530 121” Long Wt. 2% lbs. 


‘““New DESIGN” LEVER TYPE HANG-UP BLO-GUN 

Two of the most desirable features of a blo-gun have been in- 
corporated in this unit. Namely a comfortable easy to use lever type 
handle for precision control of air from a puff to a full blast and the 
convenient hooked handle for easy hanging. Incorporates a two 
speed valve for light and heavy blasts. 


A 29 ¥4 PT, Wt. 2 Ib. 


HYDRAULIC VALVE LIFTER PULLER 

This tool set practically eliminates the need of removing the cam- 
shaft or completely dismantling the motor to pull the valve lifters. A 
compact tool that grips the lifter internally in the spring clip groove. 
As pressure is applied by the wrench supplied, the jaws of the tool 
expand and tighten in the lifter. The lifter is then easily removed by 
continued pressure. Set is supplied with two different size heads to 
handle all lifters either on V8, straight 6 or 8 cylinder engines. 

VT 30 Wt. 1% lbs. 


BATTERY HYDROMETER — IMPROVED ACCURACY 

By inserting a secondary glass sleeve in the hydrometer barrel, the 
float is kept vertical at all times and thus eliminates the drag and in- 
accuracy if the float should come in contact with the barrel wall. A 
proper reading is insured at all times. 


663 New Accuracy Wt. 6 oz. 
























IMPROVED. ACCURACY 
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SELF-SELLER MERCHANDISER 


LEADS THE WAY TO INCREASED PROFITS 


THE Sl 


LENT SALESMAN 


e ALL TOOLS CLEARLY VISIBLE AND 


MARKED 


e REQUIRES 


For FAST TURNOVER. 


ONLY FIVE SQUARE FEET OF 


FLOOR SPACE. 


e CUSTOMERS CAN SEE AND HANDLE THE 
TOOLS THAT THEY ARE INTERESTED IN. 


e MAKES INVENTORY CONTROL EASY. 


e CASTERS PROVIDE EASY MOVEMENT. 


100 Tire tool merchandiser complete 
99. Tire tool merchandiser only 


HERE ARE THE SALES TESTED SUGGESTED CONTENTS OF EACH MERCHANDISER 


Quantity No. 
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AR 
SR 
50 
S| 
52 
125 
143A 
145 
160 
164 
164A 
164B 
164C 
165 
166A 
167 
168 
177 
178 
179A 
181A 
181B 
181C 
182A 
182B 
182C 
185 
191 
191C 
191D 
192A 
196C 
199 
199A 


Battery Tools...............- 
Bead Expanders.......... 
Bead Loosening Tools.. 
Brake Tools...._........... 


Description 


22 Ib. comb. hammer 

27/4 |b. comb. hammer 

Screw type bead expander 
Jack action bead expander 
Air operated bead expander 
Lock ring remover 18” 
Mounting and demounting tool 
Truck tubeless tire iron 

Truck tire tool 

Lock ring remover 24” 
Comb. lock ring remover 18” 
Lock ring remover 30” 

Lock ring remover 30” 

Lock ring remover & replacer 
Heavy driving iron 

Bead loosening tool 25” 
Bead loosening tool 33” 
Miracle tire remover set 
Tubeless tire iron 18” 

Drop center tire iron 18” 
Straight spoon tire iron 24” 
Straight spoon tire iron 18” 
Straight spoon tire iron 30” 
Curved spoon tire iron 24” 
Curved spoon tire iron 30” 
Curved spoon tire iron 18” 
General purpose tire iron 20” 
Regular tire hammer 3% lb. 
Truck tire hammer 5 Ibs. 
Steel & rubber hammer 7 lbs. 
Steel & rubber mallet 2% Ibs. 
Valve stem mounting tool 
Truck rim wrench 

Truck rim wrench 


Defect-O-Spray .........--- 6 Jacks 


11 

5 Door Handle Tools........ 25 Lock Ring Tools 
3 Lube Rack Tools 
28 Four Way Wrenches...10 Muffler Tools 
4 3B Passenger Tire Irons.... 2 
26 Hex Key Wrenches......29 Piston Tools 20 


Feeler Gauges.............- 16 


A rer 23 ~=~Pilliers 


Quantity 
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No. 


199B 
199C 
199D 
199E 
199F 
199G 
199H 
199K 
314A 
314B 
314C 
314D 
315A 
316 
330 
330 
500 
502 
504 
506 
1795 
B104 
B190 
W84 
W92 
W88 
W90 
W94 
W96 
X2 
X3 
X6 
X51 
X53 


Screw Starters 
Signal Bells 
Taps & Dies 


Screw Drivers 





Description 


Truck rim wrench 
Wrench-Leverage bar 

Truck rim wrench 
Wrench-Leverage bar 

Truck rim wrench 

Truck rim wrench 

Leverage bar 

Truck rim wrench 

Drain plug wrench 

Drain plug wrench 

Drain plug wrench 

Drain plug wrench 

Oil filter wrench 

Grease bar 30” 

Hub cap tool 

Hub cap remover 

Wheel puller 

Adapter-flange axle 

Flange axle puller 

Three leg puller 

Budd nut holding wrench 
Battery post & clamp cleaner 
Buffing spoon 
Deluxe four way wrench 23” 
Standard four way wrench 18” 
Four way wrench 22” 
Standard four way wrench 22” 
Light truck four way wrench 24” 
Truck four way wrench 28” 
Brake adjusting tool 8” 
Brake adjusting tool 9” 
Universal brake adj. tool 

Tie rod spreader 

Shock link separator 


8 Tire Tool Sets_................. 
13-14 Tire Valve Tools............-- 
2 


6 Tube Cutter...........--_--..- 24 
pcan aus eel 29 =‘ Truck Tire lrons_......-......-- 
‘ cendaadell 24 Tune-up Tools............17-18 
ees 21 Univ. Truck Wrenches...... 
22 Valve Lifters_................- 19 





